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1. Overall Description:

RAN2 would like to thank RAN4 for the LS on definition of NR V2X con-current operation (R4-2011713). RAN2 checked the below definition as asked by RAN4 in the LS, and would like provide the feedback as follows.

Con-current operation: The simultaneous transmission and reception of sidelink and Uu interfaces while operation is agnostic of the service used on each interface.
In the definition, agnostic of the service in RAN4’s understanding is:


UE is aware of Uu or SL configured in which operating band, but the actual service type transmitted/received in Uu or SL is agnostic from RAN4 perspective. 

In RAN2 understanding, a UE can perform Uu transmission and SL transmission simultaneously, if the UE capability allows, and this is already supported in the MAC Specs (TS 38.321/36.321). RAN2 did not discuss simultaneous reception of Uu and SL, with the assumption that whether/how this is done by the UE is up to the PHY layer operation.

RAN2 would also like to point out that the resource configurations (e.g. carrier frequencies, resource pools, etc.) for Uu and those for SL are (pre)configured to the UE separately, so the UE’s AS is aware of in which operating bands Uu communication and SL communication are respectively performed. Also, the UE’s AS can distinguish the data to be transmitted in Uu and in SL respectively, as informed by the upper layers, but the specific service types (e.g. voice, streaming, etc.) are invisible in the AS.

2. Actions:

RAN2 respectfully asks RAN4 to take above information into consideration in their future work.
3. Date of Next TSG-RAN WG2 Meetings:
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�To deal with the yellow-marked part in above definition:





Con-current operation: The simultaneous transmission and reception of sidelink and Uu interfaces while operation is agnostic of the service used on each interface.





In the definition, agnostic of the service in RAN4’s understanding is:


UE is aware of Uu or SL configured in which operating band, but the actual service type transmitted/received in Uu or SL is agnostic from RAN4 perspective.





