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	Reason for change:
	In current CHO and CPAC configuration, the target cell ID is not explicitly indicated together with the evaluation condition and target cell RRCReconfiguration. Consequently, when the UE performs condition evaluation, the UE(s) need to decode the RRCReconfiguration of each target cell to figure out which cell each condition should apply to. 
This wastes a lot of UE processing efforts and power in unnecessarily decoding the RRCReconfiguraion of all the candidate target cells.

	
	

	Summary of change:
	In CondReconfigToAddMod, explicitly indicates the physical cell ID associated with each set of condExecutionCond and condRRCReconfig.
Impact analysis

Impacted functionality: CHO, CPAC
Inter-operability:

If UE implements with this CR and NW does not, there is no inter-operability issue.

If NW implements with this CR and UE does not, there is no inter-operability issue.
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	UE wastes a lot of processing efforts and power in unnecessarily decoding the RRCReconfiguration of all the candiate target cells.
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<Start of modification 1>
5.3.5.13.4
Conditional reconfiguration evaluation

The UE shall:

1>
for each condReconfigId within the VarConditionalReconfig:

2>
consider the cell which has a physical cell identity matching the value indicated in the condReconfigToAddModList included in the received conditionalReconfiguration to be applicable cell;

2>
for each measId included in the measIdList within VarMeasConfig indicated in the condExecutionCond associated to condReconfigId:

3>
if the entry condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:

4>
consider the event associated to that measId to be fulfilled;

3>
if the leaving condition(s) applicable for this event associated with the condReconfigId, i.e. the event corresponding with the condEventId(s) of the corresponding condTriggerConfig within VarConditionalReconfig, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfig:

4>
consider the event associated to that measId to be not fulfilled;

2>
if event(s) associated to all measId(s) within condTriggerConfig for a target candidate cell within the stored condRRCReconfig are fulfilled:
3>
consider the target candidate cell within the stored condRRCReconfig, associated to that condReconfigId, as a triggered cell;

3>
initiate the conditional rconfiguration execution, as specified in 5.3.5.13.5;

NOTE:
Up to 2 MeasId can be configured for each condReconfigId. The conditional reconfiguration event of the 2 MeasId may have the same or different event conditions, triggering quantity, time to trigger, and triggering threshold.

<Start of modification 2>
6.3.2
Radio resource control information elements

<Untouched part skipped>
–
CondReconfigToAddModList
The IE CondReconfigToAddModList concerns a list of conditional reconfigurations to add or modify, with for each entry the condReconfigId and the associated condExecutionCond and condRRCReconfig.

CondReconfigToAddModList information element
-- ASN1START

-- TAG-CONDRECONFIGTOADDMODLIST-START

CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16

CondReconfigToAddMod-r16 ::=     SEQUENCE {

    condReconfigId-r16               CondReconfigId-r16,

    condExecutionCond-r16            SEQUENCE (SIZE (1..2)) OF MeasId                      OPTIONAL,    -- Cond condReconfigAdd

    condRRCReconfig-r16              OCTET STRING (CONTAINING RRCReconfiguration)          OPTIONAL,    -- Cond condReconfigAdd

...,

[[phyCellId-r16                  PhyCellId                                             OPTIONAL    -- Need N

]]
}

-- TAG-CONDRECONFIGTOADDMODLIST-STOP

-- ASN1STOP

	CondReconfigToAddMod field descriptions

	condExecutionCond

The execution condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration. When configuring 2 triggering events (Meas Ids) for a candidate cell, network ensures that both refer to the same measObject.

	condRRCReconfig
The RRCReconfiguration message to be applied when the condition(s) are fulfilled. The RRCReconfiguration message contained in condRRCReconfig cannot contain the field conditionalReconfiguration or the field daps-Config.

	phyCellId

Indicates the target candidate cell ID.


	Conditional Presence
	Explanation

	condReconfigAdd
	The field is mandatory present when a condReconfigId is being added. Otherwise the field is optional, need M.


