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	Reason for change:
	The changes included in this CR aim to correct minor errors in the specification a.o:
1. Text description for the handling of received rlf-TimersAndConstantsMCG-Failure (i.e. t316) is lost in section 5.3.10.7.

	
	

	Summary of change:
	This CR includes the following change:
1. In 5.3.10.7, text procedures when rlf-TimersAndConstantsMCG-Failure is received are added.
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None i.e. these minor corrections do not involve any functional changes 
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5.3.10.7	Radio Link Failure Timers and Constants reconfiguration
The UE shall:
1>	if the received rlf-TimersAndConstants is set to release:
[bookmark: OLE_LINK124][bookmark: OLE_LINK125]2>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SystemInformationBlockType2 (or SystemInformationBlockType2-NB in NB-IoT);
1>	else:
2>	reconfigure the value of timers and constants in accordance with received rlf-TimersAndConstants;
NOTE:	In case of a DAPS HO, the timer and constant values are to be applied in the target MCG after timer T304 has been stopped.
1>	if the received rlf-TimersAndConstantsSCG is set to release:
2>	stop timer T313, if running, and
2>	release the value of timer t313 as well as constants n313 and n314;
1>	else:
2>	reconfigure the value of timers and constants in accordance with received rlf-TimersAndConstantsSCG;
1>	if the received rlf-TimersAndConstantsMCG-Failure is set to release:
2>	stop timer T316, if running, and
2>	release the value of timer t316;
1>	else:
2>	reconfigure the value of the timer in accordance with received rlf-TimersAndConstantsMCG-Failure;
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