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	Reason for change:
	The UE that operating in the SNPN mode belongs to the non-CAG-capable UE, but it considers a CAG-only cell as a barred cell instead of an acceptable cell.
The wording “PLMN is forbidden” for the CAG-only cell may cause some confusion.


	
	

	Summary of change:
	Clarify the non-CAG-capable UE in the 16.7.2.1 doesn’t include the UE that operating in the SNPN mode. 
Change the wording “PLMN is forbidden”  to “ the MCC of the PLMN is 999”

Impact analysis
Impacted 5G architecture options:
Standalone

Impacted functionality:
Private Network

Inter-operability:
It only affects the UE’s action, no inter-operability issue


	
	

	Consequences if not approved:
	It may cause confusion on whether the UE operating in the SNPN mode can consider a CAG-only cell as an acceptable cell.  
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The same principles as described in 9.2 apply to CAG cells except for what is described below.
Cell selection/reselection to CAG cells may be based on a UE autonomous search function, which determines itself when/where to search, but cannot contradict the dedicated cell reselection priority information if any is stored.
A range of PCI values reserved by the network for use by CAG cells may be broadcast.
A CAG Member Cell for a UE is a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN, and for that PLMN, a CAG identifier belonging to the Allowed CAG list of the UE for that PLMN. The UE checks the suitability of CAG cells based on the Allowed CAG list provided by upper layers and a CAG-only cell can only be suitable for its subscribers but can be acceptable for the rest.
NOTE:	A non-CAG-capable UE that not operating in the SNPN mode (e.g. Rel-15 UE) considers a CAG-only cell as acceptable cell if the cell is not barred to Rel-15 UEs, and if a PLMN ID without CAG list is broadcast and that PLMN is forbidden (e.g. by use of a PLMN ID for which all registration attempts are rejected such that the PLMN ID becomes forbidden)the MCC of the PLMN is 999.
When the UE is configured with a CAG-only indication, only CAG Member Cells can be suitable. A non-suitable cell can be acceptable though if the UE is configured with a CAG-only indication for one of the PLMN broadcast by the cell.
In addition, manual selection of CAG cell(s) is supported, for which an HRNN(s) can be optionally provided.
The roaming and access restrictions applicable to PNI-NPN are described in clause 9.4.
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