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	Reason for change:
	The SNPN UE action for the cell belongs to the list of "5GS Forbidden Tracking Areas for roaming" and cell belongs to the list of "5GS Forbidden Tracking Areas for regional provision service" are different.

	
	

	Summary of change:
	(1) Clarify the SNPN UE’s actions under the cell that belongs to the list of "5GS Forbidden Tracking Areas for roaming" and cell that belongs to the  list of "5GS Forbidden Tracking Areas for regional provision service" 
(2) Change “a list of  Forbidden Tracking Areas” to “a list of 5GS Forbidden Tracking Areas for roaming and a list of  5GS Forbidden Tracking Areas for regional provision service 22.011 [18], TS 24.501 [14]”
Impact analysis
Impacted 5G architecture options:
Standalone, NE-DC, NR-DC

Inter-operability:
This modification only affects the UE’s action, no inter-operability issue


	
	

	Consequences if not approved:
	The SNPN UE may take the cell belongs to the list of "5GS Forbidden Tracking Areas for regional provision service" as not suitable and start any cell selection, which is not the intention of the network.
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[bookmark: _Ref440699169]Table 4.2-1 presents the functional division between UE non-access stratum (NAS) and UE access stratum (AS) in RRC_IDLE state and RRC_INACTIVE states. The NAS part is specified in TS 23.122 [9] and the AS part in the present document.
Table 4.2-1: Functional division between AS and NAS in RRC_IDLE state and RRC_INACTIVE state
	RRC_IDLE and RRC_INACTIVE state Process
	UE Non-Access Stratum
	UE Access Stratum

	PLMN Selection 
	For a UE not operating in SNPN access mode, perform the following:
Maintain a list of PLMNs in priority order according to TS 23.122 [9]. Select a PLMN using automatic or manual mode as specified in TS 23.122 [9] and request AS to select a cell belonging to this PLMN. For each PLMN, associated RAT(s) may be set.

Evaluate reports of available PLMNs and any associated CAG-IDs from AS for PLMN selection.

Maintain a list of equivalent PLMN identities.

To support manual CAG selection, provide request to search for available CAGs and evaluate reports of available CAGs from AS for CAG selection.

For a UE operating in SNPN access mode, perform the following:
Maintain a list of SNPNs according to TS 23.122 [9]. Select a SNPN using automatic or manual mode as specified in TS 23.122 [9] and request AS to select a cell belonging to this SNPN.

Evaluate reports of available SNPNs from AS for SNPN selection.
	For a UE not operating in SNPN access mode, search for available PLMNs.

If associated RAT(s) is (are) set for the PLMN, search in this (these) RAT(s) and other RAT(s) for that PLMN as specified in TS 23.122 [9].

For a UE operating in SNPN access mode, search for available SNPNs only consider NR cells.

Perform measurements to support PLMN/SNPN selection.

Synchronise to a broadcast channel to identify found PLMNs/SNPNs.

Report available PLMNs and any associated CAG-IDs with associated RAT(s) to NAS on request from NAS or autonomously.

For a UE operating in SNPN access mode, report available SNPNs to NAS autonomously.

To support manual CAG selection, perform the following:
Search for cells broadcasting a CAG-ID.

Read the HRNN (if broadcast) for each CAG-ID if a cell broadcasting a CAG-ID is found.

Report CAG-ID(s) of found cell(s) broadcasting a CAG-ID together with the associated manual CAG selection allowed indicator, HRNN and PLMN to NAS.

On selection of a CAG by NAS, select any acceptable or suitable cell belonging to the selected CAG and give an indication to NAS that access is possible (for the registration procedure)


To support manual SNPN selection, report available SNPNs together with associated HRNNs (if available) to NAS on request from NAS.

	Cell 
Selection
	Control cell selection for example by indicating RAT(s) associated with the selected PLMN to be used initially in the search of a cell in the cell selection.

Maintain a list of "5GS Forbidden Tracking Areas for roaming" and a list of "5GS Forbidden Tracking Areas for regional provision service"  22.011 [18], TS 24.501 [14] and provide the list to AS.

For a UE not operating in SNPN access mode: Maintain Allowed CAG list and optional CAG-only indication along with associated PLMN ID(s) on which the UE is allowed access and provide these lists to AS. To support manual CAG selection, select a CAG and request AS to select a cell belonging to this CAG.
	Perform measurements needed to support cell selection.

Detect and synchronise to a broadcast channel. Receive and handle broadcast information. Forward NAS system information to NAS.

Search for a suitable cell. The cells broadcast one or more 'PLMN identity' or 'SNPN identity' (for a UE operating in SNPN access mode) in the system information. Respond to NAS whether such cell is found or not.

If associated RATs is (are) set for the PLMN, perform the search in this (these) RAT(s) and other RATs for that PLMN as specified in TS 23.122 [9].

If a cell is found which satisfies cell selection criteria, camp on that cell.

	Cell 
Reselection
	For a UE not operating in SNPN access mode,
maintain a list of equivalent PLMN identities and provide the list to AS.

Maintain a list of "5GS Forbidden Tracking Areas for roaming" and a list of "5GS Forbidden Tracking Areas for regional provision service" 22.011 [18], TS 24.501 [14]" and provide the list to AS.

For a UE not operating in SNPN access mode, maintain Allowed CAG list and optional CAG-only indication along with associated PLMN ID(s) on which the UE is allowed access and provide these lists to AS.
	Perform measurements needed to support cell reselection.

Detect and synchronise to a broadcast channel. Receive and handle broadcast information. Forward NAS system information to NAS.

Change cell if a more suitable cell is found.

	Location registration
	Register the UE as active after power on.

Register the UE's presence in a registration area, for instance regularly or when entering a new tracking area.

Deregister UE when shutting down.

Maintain a list of "5GS Forbidden Tracking Areas for roaming" and a list of "5GS Forbidden Tracking Areas for regional provision service" 22.011 [18], TS 24.501 [14".

Control and restrict location registration for a UE in eCall Only Mode.

	Report registration area information to NAS.


	RAN Notification Area Update
	Not applicable.
	Register the UE's presence in a RAN-based notification area (RNA), periodically or when entering a new RNA.


Next change
4.5	Cell Categories
The cells are categorised according to which services they offer:
acceptable cell:
An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in an NR network:
-	The cell is not barred, see clause 5.3.1;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.
suitable cell:
For UE not operating in SNPN Access Mode, a cell is considered as suitable if the following conditions are fulfilled:
-	The cell is part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list, and for that PLMN either:
-	The PLMN-ID of that PLMN is broadcast by the cell with no associated CAG-IDs and CAG-only indication in the UE for that PLMN (TS 23.501 [10]) is absent or false;
-	Allowed CAG list in the UE for that PLMN (TS 23.501 [10]) includes a CAG-ID broadcast by the cell for that PLMN;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2.
According to the latest information provided by NAS:
-	The cell is not barred, see clause 5.3.1;
-	The cell is part of at least one TA that is not part of the list of "Forbidden Tracking Areas for Roaming" (TS 22.011 [18], TS 24.501 [14]), which belongs to a PLMN that fulfils the first bullet above.
For UE operating in SNPN Access Mode, a cell is considered as suitable if the following conditions are fulfilled:
-	The cell is part of either the selected SNPN or the registered SNPN of the UE;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2;
According to the latest information provided by NAS:
-	The cell is not barred, see clause 5.3.1;
-	The cell is part of at least one TA that is not part of the list of "5GS Forbidden Tracking Areas for Roaming" TS 22.011 [18], TS 24.501 [14] which belongs to either the selected SNPN or the registered SNPN of the UE.
barred cell:
A cell is barred if it is so indicated in the system information, as specified in TS 38.331 [3].
reserved cell:
A cell is reserved if it is so indicated in system information, as specified in TS 38.331 [3].
Following exception to these definitions are applicable for UEs:
-	if a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.
-	camped on a cell that belongs to a tracking area that is forbidden for regional provision of service; for the UE not operating in the SNPN mode,  a cell that belongs to a tracking area that is forbidden for regional provision service (TS 23.122 [9], TS 24.501 [14]) is suitable but provides only limited service.  For the UE operating in the SNPN mode, a SNPN cell that belongs to a tracking area that is forbidden for regional provision service (TS 23.122 [9], TS 24.501 [14]) is suitable but it doesn’t provide any service.
-	if the UE in RRC_IDLE fulfils the conditions to support NR sidelink communication or V2X sidelink communication in limited service state as specified in TS23.287 [16] clause 5.7, the UE may perform NR sidelink communication or V2X sidelink communication.
NOTE:	UE is not required to support manual search and selection of PLMN or CAG or SNPN while in RRC CONNECTED state. The UE may use local release of RRC connection to perform manual search if it is not possible to perform the search while RRC connected.
Next change
[bookmark: _Toc46502306][bookmark: _Toc52749283][bookmark: _Toc29245198][bookmark: _Toc37298544]5.2.1	Introduction
UE shall perform measurements for cell selection and reselection purposes as specified in TS 38.133 [8].
When evaluating Srxlev and Squal of non-serving cells for reselection evaluation purposes, the UE shall use parameters provided by the serving cell and for the final check on cell selection criterion, the UE shall use parameters provided by the target cell for cell reselection.
The NAS can control the RAT(s) in which the cell selection should be performed, for instance by indicating RAT(s) associated with the selected PLMN, and by maintaining a list of 5GS forbidden registration area(s) for roaming, a list of "5GS Forbidden Tracking Areas for regional provision service"  and a list of equivalent PLMNs. The UE shall select a suitable cell based on RRC_IDLE or RRC_INACTIVE state measurements and cell selection criteria.
Next change
[bookmark: _Toc37298556][bookmark: _Toc52749295][bookmark: _Toc29245210][bookmark: _Toc46502318]5.2.4.4	Cells with cell reservations, access restrictions or unsuitable for normal camping
For the highest ranked cell (including serving cell) according to cell reselection criteria specified in clause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in clause 5.2.4.5, the UE shall check if the access is restricted according to the rules in clause 5.3.1.
If that cell and other cells have to be excluded from the candidate list, as stated in clause 5.3.1, the UE shall not consider these as candidates for cell reselection. This limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to one or more of the following reasons:
[bookmark: _Hlk23018542]-	this cell belongs to a PLMN which is not indicated as being equivalent to the registered PLMN, or
-	this cell is a CAG cell that belongs to a PLMN which is equivalent to the registered PLMN but with no CAG-ID that is present in the UE's allowed CAG list being broadcasted, or
-	this cell is not a CAG cell and the CAG-only indication in the UE is set, or
-	this cell does not belong to a SNPN that is equal to the registered or selected SNPN of the UE in SNPN access mode,
the UE shall not consider this cell and, for operation in licensed spectrum, other cells on the same frequency as candidates for reselection for a maximum of 300 seconds.
For operation with shared spectrum channel access, when the highest ranked cell or best cell is not a candidate for reselection per the previous paragraph, the UE should continue to consider other cells on the same frequency for cell reselection, however if the second highest ranked cell on this frequency is also not suitable due to one or more of the above reasons, the UE may consider this frequency to be the lowest priority for a maximum of 300 seconds.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-frequency or inter-frequency cell which is not suitable due to being part of the "list of 5GS forbidden Tracking Areas As for roaming", the UE shall not consider this cell and other cells on the same frequency as candidates for reselection for a maximum of 300 seconds.
If the UE enters into state any cell selection, any limitation shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of 5GS forbidden Tracking AreasAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
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