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	Reason for change:
	In current specification, the size of segmentContainer in SIB28 is not accurately described in clause 6.3.1. 
The SIB28 contains three mandatory fields, segmentNumber, segmentType, segmentContainer, and some optional fields. In addition, in actual implementation, an additonal segment needs to be reserved to indicate the size of segmentContainer. Therefore, the size of segmentContainer should be the maximum size of LTE SI (i.e. 2216 bits) minus the total size of all the other fields.
As the reserved segment size is up to UE implementation and is hard to describe in the field description and according to the note in clause 5.2.1,
NOTE 1:	The physical layer imposes a limit to the maximum size a SIB can take. When DCI format 1C is used the maximum allowed by the physical layer is 1736 bits (217 bytes) while for format 1A the limit is 2216 bits (277 bytes), see TS 36.212 [22] and TS 36.213 [23]. For BL UEs and UEs in CE, the maximum SIB and SI message size is 936 bits, see TS 36.213 [23]. For NB-IoT, the maximum SIB and SI message size is 680 bits, see TS 36.213 [23]. 
The UE is able to determine the size of segmentContainer taking all the other mentioned segments into account. Therefore, the size limitation of the segmentContainer can be deleted in the field description.
Besides, there is a typo in word “field” in the field description for segmentContainer.

	
	

	Summary of change:
	In the field description for segmentContainer of SIB28, 
1) Delete the sentence “The size of the included segment in this container should be less than maximum size of a LTE SI i.e. 2216 bits”.
2) Fix typo by changing “fieild” to “field”.
Impact analysis
Impacted functionality
Sidelink RRC
Inter-operability: 
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Some editorial errors still exist.
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	START OF CHANGE


–	SystemInformationBlockType28
The IE SystemInformationBlockType28 contains NR sidelink communication configuration.
SystemInformationBlockType28 information element
-- ASN1START

SystemInformationBlockType28-r16 ::= SEQUENCE {
	segmentNumber-r16					INTEGER (0..63),
	segmentType-r16						ENUMERATED {notLastSegment,lastSegment},
	segmentContainer-r16				OCTET STRING,
	lateNonCriticalExtension			OCTET STRING				OPTIONAL,
	...
}

-- ASN1STOP

	SystemInformationBlockType28 field descriptions

	segmentContainer
Container for the configuration for NR sidelink communication, this fieildfield includes a segment of SIB12-IEs as specified in TS 38.331 [82]. The size of the included segment in this container should be less than maximum size of a LTE SI i.e. 2216 bits.

	segmentNumber
This field identifies the sequence number of a segment of SIB12-IEs IE as specified in TS 38.331 [82]. A segment number of zero corresponds to the first segment, a segment number of one corresponds to the second segment, and so on.

	segmentType
This field indicates whether the included segment is the last segment or not.
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