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	Reason for change:
	According to the agreements in RAN2#110 e-meeting, when a PC5-RRC connection is released, UE will perform SL specific MAC reset for the PC5-RRC connection. In this case, UE can cancel triggered SR or SL-BSR only associated to the PC5-RRC connection to avoid transmitting unnecessary SR or SL-BSR.
Agreements on MAC (Note RRC may also need to be updated according to agreements): 
14:	SL specific MAC reset is introduced and specified in 38.321 and 38.331.
15:	Upon release of each PC5-RRC connection, UE RRC performs SL specific MAC reset.
And, in current 38.331, when a PC5-RRC connection is released due to SL RLF, UE will discard the NR sidelink communication related configuration for the PC5-RRC connection and reset the sidelink specific MAC for the PC5-RRC connection. 
However, the case that a PC5-RRC connection is released due to a request from upper layer is missing in current 38.331. As a result, when a PC5-RRC connection release for a specific destination is requested by upper layers, UE cannot cancel triggered SR or SL-BSR associated to the PC5-RRC connection.

	
	

	Summary of change:
	Clarify that if a PC5-RRC connection release for a specific destination is requested by upper layers, UE discards the NR sidelink communication related configuration of this destination and resets the sidelink specific MAC of this destination.

Impact analysis
Impacted functionality
MAC reset

Inter-operability: 
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.
The reason why there is no inter-operability issue is that the change only involves in UE’s internal operation, without impacts on the Inter-operability between UE and the network or that between UE and UE.

	
	

	Consequences if not approved:
	If a PC5-RRC connection release for a specific destination is requested by upper layers, UE may still transmit SR or SL-BSR only associated to the PC5-RRC connection to gNB, which is unnecessary.
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The UE shall:
1>	if a PC5-RRC connection release for a specific destination is requested by upper layers; or
1>	if the sidelink radio link failure is detected for a specific destination:
2>	release the PDCP entity, RLC entity and the logical channel of the sidelink SRB for PC5-RRC message of the specific destination;
2>	consider the PC5-RRC connection is released for the destination.
2>	if the PC5-RRC connection release for the specific destination is requested by upper layers:
3>	discard the NR sidelink communication related configuration of this destination;
3>	reset the sidelink specific MAC of this destination.
1>	if PC5-S transmission for a specific destination is terminated in upper layers:
2>	release the PDCP entity, RLC entity and the logical channel of the sidelink SRB(s) for PC5-S message of the specific destination;
END

