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	Reason for change:
	The MAC Entity stops drx-RetransmissionTimerUL upon each transmission within a bundle of a configured grant. This prevents the network from sending a new grant to reuse the HARQ process of the transmission for new data, potentially reducing network efficiency and peak data rates. As the intention of RAN2 was for the network to have this opportunity this error should be corrected.

	
	

	Summary of change:
	A UE capability is added so that the UE can indicate that it stops the drx-RetransmissionTimerUL only at the first transmission within a bundle.

Impact analysis
Impacted functionality: DRX and configured grants
Inter-operability: If the network implements this CR and the UE does not, the network may attempt to schedule new data using the same HARQ process of the configured grant, but the UE will not attempt to receive the grants as the drx-RetransmissionTimerUL is stopped leading to reduced network efficiency.
If the UE implements this CR and the network does not, no interoperability problem is foreseen.
Impacted 5G architectures: All

Implementation of this CR by a UE of earlier releases will not cause compatibility issues.
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6.3.3	UE capability information elements
[bookmark: _Toc46439835][bookmark: _Toc46444672][bookmark: _Toc46487433][bookmark: _Toc52837312][bookmark: _Toc52838320][bookmark: _Toc53006960]–	MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-Parameters-v1610 ::= SEQUENCE {
    mac-ParametersFRX-Diff-r16      MAC-ParametersFRX-Diff-r16  OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                         ENUMERATED {supported}      OPTIONAL,
    dummy                                   ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction                  ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate                      ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery                 ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16         ENUMERATED {supported}     OPTIONAL,
    preEmptiveBSR-r16                        ENUMERATED {supported}     OPTIONAL,
    autonomousTransmission-r16               ENUMERATED {supported}     OPTIONAL,
    lch-PriorityBasedPrioritization-r16      ENUMERATED {supported}     OPTIONAL,
    lch-ToConfiguredGrantMapping-r16         ENUMERATED {supported}     OPTIONAL,
    lch-ToGrantPriorityRestriction-r16       ENUMERATED {supported}     OPTIONAL,
    singlePHR-P-r16                          ENUMERATED {supported}     OPTIONAL,
    ul-LBT-FailureDetectionRecovery-r16      ENUMERATED {supported}     OPTIONAL,
    -- R4 8-1: MPE
    tdd-MPE-P-MPR-Reporting-r16              ENUMERATED {supported}     OPTIONAL,
    lcid-ExtensionIAB-r16                    ENUMERATED {supported}     OPTIONAL
    ]]
}

MAC-ParametersFRX-Diff-r16 ::=  SEQUENCE {
    directMCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directMCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivation-r16           ENUMERATED {supported}      OPTIONAL,
    directSCG-SCellActivationResume-r16     ENUMERATED {supported}      OPTIONAL,
    -- R1 19-1: DRX Adaptation
    drx-Adaptation-r16          SEQUENCE {
        non-SharedSpectrumChAccess-r16      MinTimeGap-r16              OPTIONAL,
        sharedSpectrumChAccess-r16          MinTimeGap-r16              OPTIONAL
    }                                                                   OPTIONAL,
    ...
}

MAC-ParametersXDD-Diff ::=  SEQUENCE {
    skipUplinkTxDynamic                     ENUMERATED {supported}     OPTIONAL,
    logicalChannelSR-DelayTimer             ENUMERATED {supported}     OPTIONAL,
    longDRX-Cycle                           ENUMERATED {supported}     OPTIONAL,
    shortDRX-Cycle                          ENUMERATED {supported}     OPTIONAL,
    multipleSR-Configurations               ENUMERATED {supported}     OPTIONAL,
    multipleConfiguredGrants                ENUMERATED {supported}     OPTIONAL,
    ...,
    [[
    secondaryDRX-Group-r16                  ENUMERATED {supported}     OPTIONAL,
    ]]
    [[
    stopDRX-RetransmissionTimerUL-r16        ENUMERATED {supported}     OPTIONAL
    ]]
}

MinTimeGap-r16 ::=    SEQUENCE {
    scs-15kHz-r16                         ENUMERATED {sl1, sl3}        OPTIONAL,
    scs-30kHz-r16                         ENUMERATED {sl1, sl6}        OPTIONAL,
    scs-60kHz-r16                         ENUMERATED {sl1, sl12}       OPTIONAL,
    scs-120kHz-r16                        ENUMERATED {sl2, sl24}       OPTIONAL
}

-- TAG-MAC-PARAMETERS-STOP
-- ASN1STOP
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This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table C-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information
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	1141
	2
	Release 15
	

	RP-201185: Introduction of signalling for high-speed train scenarios
	1464
	5
	Release 15
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	1665
	2
	Release 15
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