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1. Overall Description:

SA5 thank SA4 and RAN 2 for the LSs S4-200962 R2-2005778and.
It is essential that handover is supported for QoE measurements.

Without the WithinArea indication being implemented, the requirement to perform QoE Measurement Collection (QMC) in a specified area cannot be met. This is an essential requirement in Rel-16.
The requirement is specified in TS 28.404 requirement REQ-EUSPC-CON-1. 
It is also specified in TS 26.114 clause 16.3.1 /<X>/<LocationFilter>/CellList. In TS 26.247 it is specified in clause 10.5 as LocationFilter.
There is also the requirement that the measurements shall continue until the application session stops even if the UE goes outside the specified area.

The requirement is mentioned in TS 26.247 clause 10.1 and in TS 26.114 clause 16.3.

As there will be assurance and other automated functions using the QMC mechanism in 5G in Rel-17, the functionality to provide QoE Reference both inside and outside the container to enable multiple simultaneous measurements and the temporary stop/restart QMCs are needed:

· As multiple assurance and automation functions may need to have different QoE data from the same UE, multiple simultaneous QMCs from each UE is needed.
· When multiple QMCs are ordered by different consumers, the reported data needs to be sent to different consumers. The base station needs to have a mapping of the QoE Reference and the consumer address. The base station should not need to open the report container and decode the data to find the QoE Reference.

· It is considered vital that QoE data is captured during time periods of RAN overload. However, there can be many consumers that frequently collects QoE data from many UEs. To not contribute to the RAN overload, the QMC reporting should be able to be temporarily stopped and restarted.

2. Actions:

To RAN2, RAN3, SA4 group.

ACTION: 
SA5 asks RAN2 and RAN3 groups to implement the WithinArea functionality according to TS 28.405 in Rel-16.

SA5 asks RAN2, RAN3 and SA4 groups to consider the information about the simultaneous QMCs in a UE, QoE Reference both inside and outside the reporting container and temporary stop and restart for 5G as described in TS 28.405 in Rel-17.
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