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	Reason for change:
	1. Missing prerequisite in the field description of bwp-SwitchingMultiCCs-r16 as highlighted in R4 9-1:
	9-1
	BWP switching on multiple CCs RRM requirements
	Incremental delay for BWP switch processing on additional CCs in timer/DCI based simultaneous BWP switching on multiple CCs

	RAN1 feature 6-2, 6-3, 6-4 specified in TR 38.822
	For component 2), the candidate values are:
· {100us, 200us} for UE indicates type1 in bwp-SwitchingDelay

· {200us, 400us, 800us, 1000us} for UE indicates type 2 in bwp-SwitchingDelay

The total BWP switching delay will be captured in TS38.133 

UE needs to indicate either of the candidate values in case it supports CA
	Optional with capability signalling




	
	

	Summary of change:
	1. Add the prerequisite to the bwp-SwitchingMultiCCs-r16

Impact analysis
Impacted 5G architecture option:
NR-SA, (NG)EN-DC, NE-DC and NR-DC

Impacted functionality: 
NR UE capabilities and features

Inter-operability:
There is no interoperability issue.


	
	

	Consequences if not approved:
	1. UE may not include a value for bwp-SwitchingMultiCCs-r16 if it supports CA and network may not know which RRM requirements to use.
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	absoluteTPC-Command
Indicates whether the UE supports absolute TPC command mode.
	UE
	No
	No
	Yes

	aggregationFactorSPS-DL-r16
Indicates whether the UE supports configurable PDSCH aggregation factor ({1, 2, 4, 8}) per DL SPS configuration. The UE can include this feature only if the UE indicates supports of downlinkSPS.
	UE
	No
	No
	Yes

	almostContiguousCP-OFDM-UL
Indicates whether the UE supports almost contiguous UL CP-OFDM transmissions as defined in clause 6.2 of TS 38.101-1 [2].
	UE
	No
	No
	Yes

	bwp-SwitchingDelay
Defines whether the UE supports DCI and timer based active BWP switching delay type1 or type2 specified in clause 8.6.2 of TS 38.133 [5]. It is mandatory to report type 1 or type 2. This capability is not applicable to IAB-MT.
	UE
	Yes
	No
	No

	bwp-SwitchingMultiCCs-r16
Indicates whether the UE supports incremental delay for DCI and timer based active BWP switching on multiple CCs simultaneously as specified in TS 38.133 [5]. The capability signalling comprises of the following:
-	type1-r16 indicates the delay value for type 1 BWP switching delay and has values of {100us, 200us}
-	type2-r16 indicates the delay value for type 2 BWP switching delay and has values of {200us, 400us, 800us, 1000us}

The UE indicating support of this feature shall also support bwp-SwitchingDelay, bwp-SameNumerology and bwp-DiffNumerology. UE needs to indicate either type1-r16 or type2-r16 in case it supports CA.
	UE
	No
	No
	No

	bwp-SwitchingMultiDormancyCCs-r16
Indicates whether the UE supports incremental delay for BWP switch processing on additional SCells in DCI based simultaneous dormant BWP switching on multiple SCells as specified in TS 38.133 [5]. The capability signalling comprises of the following:
-	type1-r16 indicates the delay value for type 1 BWP switching delay and has values of {100us, 200us}
-	type2-r16 indicates the delay value for type 2 BWP switching delay and has values of {200us, 400us, 800us, 1000us}

The UE indicating support of this feature shall also support scellDormancyWithinActiveTime-r16 or scellDormancyOutsideActiveTime-r16.
	UE
	No
	No
	No

	cbg-FlushIndication-DL
Indicates whether the UE supports CBG-based (re)transmission for DL using CBG flushing out information (CBGFI) as specified in TS 38.214 [12].
	UE
	No
	No
	No

	cbg-TransIndication-DL
Indicates whether the UE supports CBG-based (re)transmission for DL using CBG transmission information (CBGTI) as specified in TS 38.214 [12].
	UE
	No
	No
	No

	cbg-TransIndication-UL
Indicates whether the UE supports both in-order and out-of-order CBG-based (re)transmission for UL using CBG transmission information (CBGTI) as specified in TS 38.214 [12].
	UE
	No
	No
	No
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