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	Reason for change:
	In Section 7 of TS 38.331, the T319 timer description captures the following:
T319

Upon transmission of RRCResumeRequest or RRCResumeRequest1.
Upon reception of RRCResume, RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
Perform the actions as specified in 5.3.13.5.
At the same time, in the procedural text, the abortion of the connection establishment covers only T300 and speaks nothing about T319:
5.3.3.8            Abortion of RRC connection establishment

If upper layers abort the RRC connection establishment procedure, due to a NAS procedure being aborted as specified in TS 24.501 [23], while the UE has not yet entered RRC_CONNECTED, the UE shall:
1> stop timer T300, if running;

1> reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

Since section 7 in only an informative annex while the UE behaviour would rather follow the procedural text in the normative part of the specifications, a correctly implemented UE would actually not stop T319 upon abortion of connection establishment by upper layers, which is against the intended UE behaviour. 

	
	

	Summary of change:
	In section 5.3.3.8, a line is added calrifying that UE shall stop timer T319 upon abortion of connection establishment by upper layers.

	
	

	Consequences if not approved:
	A properly implemented UE continues T319 timer even when upper layers abort the RRC connection establishment procedure and the UE may unnecessarily trigger actions for connection establishment failure as specified in section 5.3.13.5, if the timer expires. 
Impact analysis

Impacted functionality
Abortion of RRC connection establishment
Inter-operability: 

Impacted 5G architecture options: NR SA, NR-DC, NE-DC.

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
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==================================START OF CHANGES==================================
5.3.3.8
Abortion of RRC connection establishment

If upper layers abort the RRC connection establishment procedure, due to a NAS procedure being aborted as specified in TS 24.501 [23], while the UE has not yet entered RRC_CONNECTED, the UE shall:

1>
stop timer T300, if running;
1>
stop timer T319, if running;
1>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established.
===================================END OF CHANGES===================================
