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START OF CHANGE
[bookmark: _Toc52547645][bookmark: _Toc52548705][bookmark: _Toc52548175][bookmark: _Toc52547115][bookmark: _Toc60870433][bookmark: _Toc37681198][bookmark: _Toc46486770]===============================FIRST CHANGE================================
6.5.10.5	NR DL-TDOA Location Information Request
[bookmark: _Toc46486771][bookmark: _Toc12618287][bookmark: _Toc52547646][bookmark: _Toc37681199][bookmark: _Toc52548176][bookmark: _Toc60870434][bookmark: _Toc52547116][bookmark: _Toc52548706]–	NR-DL-TDOA-RequestLocationInformation
The IE NR-DL-TDOA-RequestLocationInformation is used by the location server to request NR DL-TDOA location measurements from a target device.
-- ASN1START

NR-DL-TDOA-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-DL-PRS-RstdMeasurementInfoRequest-r16	ENUMERATED { true }				OPTIONAL,-- Need ON
	nr-RequestedMeasurements-r16				BIT STRING { prsrsrpReq (0) } (SIZE(1..8)),
	nr-AssistanceAvailability-r16				BOOLEAN,
	nr-DL-TDOA-ReportConfig-r16					NR-DL-TDOA-ReportConfig-r16		OPTIONAL, -- Need ON
	additionalPaths-r16							ENUMERATED { requested }		OPTIONAL, -- Need ON
	...
}

NR-DL-TDOA-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RSTD-MeasurementsPerTRPPair-r16	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16 		INTEGER (0..5)					OPTIONAL, -- Need ON
	...
}

-- ASN1STOP

	NR-DL-TDOA-RequestLocationInformation field descriptions

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	nr-RequestedMeasurements
This field specifies the NR DL-TDOA measurements requested. This is represented by a bit string, with a one‑value at the bit position means the particular measurement is requested; a zero‑value means not requested.

	nr-DL-PRS-RstdMeasurementInfoRequest
This field indicates whether the target device is requested to report DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) used for determining the timing of each TRP in RSTD measurements.

	maxDL-PRS-RSTD-MeasurementsPerTRPPair
This field specifies the maximum number of. DL-PRS RSTD measurements per pair of TRPs. The maximum number is defined across all Positioning Frequency Layers.

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the DL RSTD measurements. Value (0..5) corresponds to (k0..k5) used for nr-RSTD and nr-RSTD-ResultDiff in NR-DL-TDOA-MeasElement. The UE may select a different granularity value for nr-RSTD and nr-RSTD-ResultDiff.

	additionalPaths
This field, if present, indicates whether the target device needs to provide the information about additional paths in association to the TOA measurement associated to NR positioning in the form of a relative time difference and a quality value.




==============================SECOND CHANGE===============================
[bookmark: _Toc46486811][bookmark: _Toc60870474][bookmark: _Toc52547156][bookmark: _Toc52547686][bookmark: _Toc52548216][bookmark: _Toc52548746][bookmark: _Toc37681237]6.5.12.5	NR Multi-RTT Location Information Request
[bookmark: _Toc52547157][bookmark: _Toc52548217][bookmark: _Toc52547687][bookmark: _Toc60870475][bookmark: _Toc52548747][bookmark: _Toc46486812][bookmark: _Toc37681238]–	NR-Multi-RTT-RequestLocationInformation
The IE NR-Multi-RTT-RequestLocationInformation is used by the location server to request NR Multi-RTT location measurements from a target device.
-- ASN1START

NR-Multi-RTT-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-UE-RxTxTimeDiffMeasurementInfoRequest-r16
										ENUMERATED { true }					OPTIONAL, -- Need ON
	nr-RequestedMeasurements-r16		BIT STRING { prsrsrpReq(0)} (SIZE(1..8)),
	nr-AssistanceAvailability-r16		BOOLEAN,
	nr-Multi-RTT-ReportConfig-r16		NR-Multi-RTT-ReportConfig-r16,
	additionalPaths-r16					ENUMERATED { requested }			OPTIONAL, -- Need ON
	...
}

NR-Multi-RTT-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RxTxTimeDiffMeasPerTRP-r16 	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16 	INTEGER (0..5)					OPTIONAL	-- Need ON
}

-- ASN1STOP

	NR-Multi-RTT-RequestLocationInformation field descriptions

	nr-UE-RxTxTimeDiffMeasurementInfoRequest
This field, if present, indicates that the target device is requested to report the DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) associated with the DL-PRS Resources(s) or the DL-PRS Resource Set(s) which are used in determining the UE Rx-Tx time difference measurements.

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	maxDL-PRS-RxTxTimeDiffMeasPerTRP
This field specifies the maximum number of UE-Rx-Tx time difference measurements for different DL-PRS Resources or DL-PRS Resource Sets per TRP. 

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the UE Rx-Tx time difference measurements. Value (0..5) corresponds to (k0..k5) used for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional in NR-Multi-RTT-MeasElement. The UE may select a different granularity value for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional.

	additionalPaths
This field, if present, indicates whether the target device needs to provide the information about additional paths in association to the TOA measurement associated to NR positioning in the form of a relative time difference and a quality value.
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