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	Reason for change:
	According to the current spec of TS 38.331, the UE attempts to initiate RNA update when barring is alleviated for Access Category '8' or Access Category '2', as shown in "5.3.13.8 RNA update". However, in "5.3.14.4 T302, T390 expiry or stop (Barring alleviation)", Access Category '2' case is missing. In other words, the descriptions in 5.3.13.8 and 5.3.14.4 are not consistent for Access Category '8' and Access Category '2'.

	
	

	Summary of change:
	Add the barring alleviation of Access Category '2' to the initiation for RNA update in 5.3.14.4.

Impact analysis
Impacted 5G architecture options:
SA

Impacted functionality:
RNA update procedure

Inter-operability:

The CR only impact UE behavior and the network does not have to implement it. So, there is no inter-operability issue.
 
Implementation of this CR from Rel-15 will not cause interoperability issues.


	
	

	Consequences if not approved:
	The UE may not re-initialize the pending RNAU if the original RNAU procedure is barred due to access attempt failure of access category 2. Then, the network may consider the UE leaving the INACTIVE state. As a consequence, the connection resume procedure (e.g. for UL data transmission) will fail and result in some performance lost.
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5.3.14.4	T302, T390 expiry or stop (Barring alleviation)
The UE shall:
1>	if timer T302 expires or is stopped:
2>	for each Access Category for which T390 is not running:
3>	consider the barring for this Access Category to be alleviated:
1>	else if timer T390 corresponding to an Access Category other than '2' expires or is stopped, and if timer T302 is not running:
2>	consider the barring for this Access Category to be alleviated;
1>	else if timer T390 corresponding to the Access Category '2' expires or is stopped:
2>	consider the barring for this Access Category to be alleviated;
1>	when barring for an Access Category is considered being alleviated:
2>	if the Access Category was informed to upper layers as barred:
3>	inform upper layers about barring alleviation for the Access Category.
[bookmark: _GoBack]2>	if barring is alleviated for Access Category '8'; or
2> if barring is alleviated for Access Category '2':
3>	perform actions specified in 5.3.13.8;
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START OF CHANGE#2
[bookmark: _Toc60777685][bookmark: _Toc60868466]Annex C (normative):	List of CRs Containing Early Implementable Features and Corrections
This annex lists the Change Requests (CRs) whose changes may be implemented by a UE of an earlier release than which the CR was approved in (i.e. CRs that contain on their coversheets the sentence "Implementation of this CR from Rel-N will not cause interoperability issues").
Table C-1: List of CRs Containing Early Implementable Features and Corrections
	TDoc Number (RP-xxxxxx): CR Title
	CR Number(s)
	CR Revision Number(s)
	Earliest Implementable Release
	Additional Information

	RP-200335: Correction on usage of access category 2 for UAC for RNA update
	1141
	2
	Release 15
	

	RP-201185: Introduction of signalling for high-speed train scenarios
	1464
	5
	Release 15
	

	RP-201216: Release-16 UE capabilities based on RAN1, RAN4 feature lists and RAN2
	1665
	2
	Release 15
	Early implementation part is referring to the aspect covered by R2-2006203: Extension of CSI-RS capabilities per codebook type

	RP-202768: UE behaviour when UL 7.5KHz shift is not supported
	2107
	2
	Release 15
	

	RP-202790: Correction on uac-AccessCategory1-SelectionAssistanceInfo
	2130
	1
	Release 15
	

	RP-xxxxxx: Clarification on the initiation of RNA update
	2581
	-
	Release 15
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