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	Reason for change:
	In the current TS 38.331, if any DAPS bearer is configured and the rlf-TimersAndConstants is set to setup, UE will use the values of timers and constants for the target cell group according to the received rlf-TimersAndConstants. However, the IE RLF-TimersAndConstants does not include T301, which means that UE will not have the value of timer T301 for the target cell group. This will impact the potential re-establishment procedure.


	
	

	Summary of change:
	Extend the IE RLF-TimersAndConstants to include T301


Impact analysis
Impacted 5G architecture options: NR SA 

Impacted functionality: 
DAPS handover

Inter-operability:
1. If UE implements this and network does not, network will not be able to configure T301 for the UE and UE will not have any value for timer T301 to be used for the target cell group. 
2. If network implements this and UE does not, UE will not have any value for timer T301 to be used for the target cell group, and re-establishment procedure will be impacted.


	
	

	Consequences if not approved:
	UE will not have any value for timer T301 to be used for the target cell group in DAPS HO, and re-establishment procedure will be impacted.
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1st Change
[bookmark: _Toc60777158][bookmark: _Toc76423444][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
<unchanged part>
[bookmark: _Toc60777359][bookmark: _Toc76423645]–	RLF-TimersAndConstants
The IE RLF-TimersAndConstants is used to configure UE specific timers and constants.
RLF-TimersAndConstants information element
-- ASN1START
-- TAG-RLF-TIMERSANDCONSTANTS-START

RLF-TimersAndConstants ::=          SEQUENCE {
    t310                                ENUMERATED {ms0, ms50, ms100, ms200, ms500, ms1000, ms2000, ms4000, ms6000},
    n310                                ENUMERATED {n1, n2, n3, n4, n6, n8, n10, n20},
    n311                                ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10},
    ...,
    [[
    t311                                ENUMERATED {ms1000, ms3000, ms5000, ms10000, ms15000, ms20000, ms30000},
]]
[[
	t301                                ENUMERATED {ms100, ms200, ms300, ms400, ms600, ms1000, ms1500, ms2000}
]]
}

-- TAG-RLF-TIMERSANDCONSTANTS-STOP
-- ASN1STOP

	RLF-TimersAndConstants field descriptions

	n3xy
Constants are described in clause 7.3. Value n1 corresponds to 1, value n2 corresponds to 2 and so on.

	t3xy
Timers are described in clause 7.1. Value ms0 corresponds to 0 ms, value ms50 corresponds to 50 ms and so on.



