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1. Introduction
This contribution looks at one missing issue, which is about RRC resumption for SDT procedure 1[]
 due to RAN paging.
2. RAN paging reception and response
In the last meeting RAN2#114-e, RAN2 reached one basic agreement on the paging reception.

	4. The UE needs to monitor paging after UE initiates SDT for system information change, PWS.  FFS for other cases
5. CG-SDT resource can be configured on either initial BWP or separate SDT BWP


The remaining issue is to see if there are other cases for the UE needs to monitor paging. One of the other cases is paging for MT (Motile Terminated) call. According to the current email discussion 2[
]

 is focusing only on UL data transmission, meaning that DL data reception is out of scope, but there are some brief discussion on the paging reception in general.
One of discussion points was BWP configuration on whether CG resource can be configured on initial BWP or CG resource can be configured on SDT BWP that fully contains the initial BWP. As a result of discussion, RAN2 has reached Agreement 5 as shown above. On the other hand, there was not enough discussion on the basic principle on whether the UE needs to monitor paging for MT traffic. For this point, according to the discussion in the last meeting, some companies seem to think that NW can send MT traffic during SDT procedure since the NW already knows that the UE is performing SDT, and if this is the case, the UE needs not to monitor paging. However, there seems one missing point on this rationale. Specifically, there could be a case that the gNB cannot successfully receive SDT transmission from the UE due to e.g. (temporal) radio quality problem. In this case, the NW doesn’t know if the UE is performing SDT procedure and can receive MT traffic. This is depicted the figure below.

[image: image1]
Moreover, it would be considered that UL procedure and DL procedure is in principle separate procedure. This means that DL procedure including paging would be separately executed without consideration of UL procedure including SDT.

With consideration of the above case in the figure in addition to procedural separation between UL and DL, it is proposed that the UE needs to monitor paging for MT call during SDT procedure.

Proposal:
The UE needs to monitor paging for MT traffic during SDT procedure (in consideration of DL and UL separation).
3. Summary of Proposals
Proposal:
The UE needs to monitor paging for MT traffic during SDT procedure (in consideration of DL and UL separation).
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