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	Reason for change:
	Accroding to clause 5.1.2, the Capability Indication procedure allows the target to provide "unsolicited" capabilities to the server. Therefore, the term of "reponse" is misleading in clause 5.1.4.

Accroding to clause 5.3.2, the Location Information Delivery allows the target to provide "unsolicited" location information to the server. Therefore, the term of "reponse" is misleading in clause 5.3.4.

	
	

	Summary of change:
	"message" is used rather than "response" in clause 5.1.4 and 5.3.4.

Impact analysis
Impacted functionality:
Transmission of a ProvideCapabilities message and ProvideLocationInformation message

Inter-operability:
If only the network is implemented according to the CR, interoperability problems are not foreseen.
If only the UE is implemented according to the CR, interoperability problems are not foreseen.
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	One may misunderstand that LPP does not support unsolicited ProvideCapabilities message and ProvideLocationInformation message.
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[bookmark: _Toc525913858]5.1.4	Transmission of LPP Provide Capabilities
When triggered to transmit a ProvideCapabilities message, the target device shall:
1>	for each positioning method whose capabilities are to be indicated:
2>	set the corresponding IE to include the device's capabilities;
2>	if OTDOA capabilities are to be indicated:
3>	include the IE supportedBandListEUTRA;
1>	deliver the messageresponse to lower layers for transmission.
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[bookmark: _Toc525913868]5.3.4	Transmission of Provide Location Information
When triggered to transmit ProvideLocationInformation message, the target device shall:
1>	for each positioning method contained in the message:
2>	set the corresponding IE to include the available location information;
1>	deliver the messageresponse to lower layers for transmission.

