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	If the UE is capable of cross-RAT RLF reporting, UE can report EUTRA cell related information as part of RLF reporting procedure to NR cell. But it is not clear how UE logs EUTRA cell related information because a EUTRA cell can be connected to EPC and/or 5GC. If the UE was connected to EPC/EUTRA cell, UE does not need to log/report 5GC/EUTRA cell related information if EUTRA cell was connected to both EPC and 5GC. 
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· The cellIdentity belongs to the first PLMN entry of plmn-IdentityList (if the UE was connected to EPC) or of plmn-IdentityList-r15 (if the UE was connected to 5GC) in SystemInformationBlockType1
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[bookmark: _Toc60777158][bookmark: _Toc76423444][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777193][bookmark: _Toc76423479]–	CGI-InfoEUTRALogging
The IE CGI-InfoEUTRALogging indicates EUTRA cell related information, which is reported by the UE as part of RLF reporting procedure.
CGI-InfoEUTRALogging information element
-- ASN1START
-- TAG-CGI-INFOEUTRALOGGING-START

CGI-InfoEUTRALogging ::=         SEQUENCE {
    plmn-Identity-eutra-5gc          PLMN-Identity                                          OPTIONAL,
    trackingAreaCode-eutra-5gc       TrackingAreaCode                                       OPTIONAL,
    cellIdentity-eutra-5gc           BIT STRING (SIZE (28))                                 OPTIONAL,
    plmn-Identity-eutra-epc          PLMN-Identity                                          OPTIONAL,
    trackingAreaCode-eutra-epc       BIT STRING (SIZE (16))                                 OPTIONAL,
    cellIdentity-eutra-epc           BIT STRING (SIZE (28))                                 OPTIONAL
}

-- TAG-CGI-INFOEUTRALOGGING-STOP
-- ASN1STOP

	CGI-InfoEUTRALogging field descriptions

	cellIdentity-eutra-epc, cellIdentity-eutra-5GC
Unambiguously identify a cell within the context of the PLMN. It belongs the first PLMN entry of plmn-IdentityList (whenif the UE was connected to EPC) or of plmn-IdentityList-r15 (whenif the UE was connected to 5GC) in SystemInformationBlockType1.

	plmn-Identity-eutra-epc, plmn-Identity-eutra-5GC
Identifies the PLMN of the cell for the reported cellIdentity: the first PLMN entry of plmn-IdentityList (whenif the UE was connected to EPC) or of plmn-IdentityList-r15 (whenif the UE was connected to 5GC) in SystemInformationBlockType1 that contained the reported cellIdentity.

	trackingAreaCode-eutra-epc, trackingAreaCode-eutra-5gc
Indicates Tracking Area Code to which the cell indicated by cellIdentity-eutra-epc, cellIdentity-eutra-5GC belongs.
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