

	
3GPP TSG-RAN2 Meeting # 115-e	R2-2108557
[bookmark: _GoBack]Online, 16 – 27 August 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	36.306
	CR
	Draft
	rev
	-
	Current version:
	16.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR to 36.306 on event triggered logged MDT for LTE

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	TEI17
	
	Date:
	2021-07-23

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	For event triggered logged MDT, a new UE capability bit is needed.


	
	

	Summary of change:
	Introduction of a new UE capability bit for event triggered logged MDT.


	
	

	Consequences if not approved:
	Event triggered logged MDT is not supported in this specification.

	
	

	Clauses affected:
	4.3.13.x (New)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



[bookmark: _Toc46493956][bookmark: _Toc52534850][bookmark: _Toc67415314]4.3.13	UE-based network performance measurement parameters
[bookmark: _Toc29241396][bookmark: _Toc37152865][bookmark: _Toc37236802][bookmark: _Toc46493957][bookmark: _Toc52534851][bookmark: _Toc67415315]4.3.13.1	loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements in RRC_IDLE upon request from the network. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.
[bookmark: _Toc29241397][bookmark: _Toc37152866][bookmark: _Toc37236803][bookmark: _Toc46493958][bookmark: _Toc52534852][bookmark: _Toc67415316]4.3.13.2	standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.
[bookmark: _Toc29241398][bookmark: _Toc37152867][bookmark: _Toc37236804][bookmark: _Toc46493959][bookmark: _Toc52534853][bookmark: _Toc67415317]4.3.13.3	Void
4.3.13.x	loggedMeasurementsIdleEventTriggered
This parameter defines whether the UE supports event triggered logged measurements in RRC_IDLE upon request from the network. A UE that supports event triggered logged measurements in RRC_IDLE shall also support logged measurements in RRC_IDLE.

