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–	PDSCH-Config
The IE PDSCH-ConfigCommon and the IE PDSCH-ConfigDedicated are used to specify the common and the UE specific PDSCH configuration respectively.
PDSCH-Config information element
-- ASN1START

PDSCH-ConfigCommon ::=		SEQUENCE {
	referenceSignalPower				INTEGER (-60..50),
	p-b									INTEGER (0..3)
}

PDSCH-ConfigCommon-v1310 ::=	SEQUENCE {
	pdsch-maxNumRepetitionCEmodeA-r13	ENUMERATED {
											r16, r32 }					OPTIONAL,	-- Need OR
	pdsch-maxNumRepetitionCEmodeB-r13	ENUMERATED {
											r192, r256, r384, r512, r768, r1024,
											r1536, r2048}					OPTIONAL	-- Need OR
}

PDSCH-ConfigDedicated::=		SEQUENCE {
	p-a									ENUMERATED {
											dB-6, dB-4dot77, dB-3, dB-1dot77,
											dB0, dB1, dB2, dB3}
}

PDSCH-ConfigDedicated-v1130 ::=		SEQUENCE {
	dmrs-ConfigPDSCH-r11				DMRS-Config-r11					OPTIONAL,	-- Need ON
	qcl-Operation						ENUMERATED {typeA, typeB}			OPTIONAL,	-- Need OR
	re-MappingQCLConfigToReleaseList-r11	RE-MappingQCLConfigToReleaseList-r11	OPTIONAL,	-- Need ON
	re-MappingQCLConfigToAddModList-r11		RE-MappingQCLConfigToAddModList-r11		OPTIONAL	-- Need ON
}

PDSCH-ConfigDedicated-v1280 ::=		SEQUENCE {
	tbsIndexAlt-r12						ENUMERATED {a26, a33}				OPTIONAL	-- Need OR
}

PDSCH-ConfigDedicated-v1310 ::=		SEQUENCE {
	dmrs-ConfigPDSCH-v1310				DMRS-Config-v1310					OPTIONAL	-- Need ON
}

PDSCH-ConfigDedicated-v1430 ::=		SEQUENCE {
	ce-PDSCH-MaxBandwidth-r14			ENUMERATED {bw5, bw20}				OPTIONAL,	-- Need OP
	ce-PDSCH-TenProcesses-r14			ENUMERATED {on}						OPTIONAL,	-- Need OR
	ce-HARQ-AckBundling-r14				ENUMERATED {on}						OPTIONAL,	-- Need OR
	ce-SchedulingEnhancement-r14		ENUMERATED {range1, range2}			OPTIONAL,	-- Need OR
	tbsIndexAlt2-r14						ENUMERATED {b33}				OPTIONAL	-- Need OR
}

PDSCH-ConfigDedicated-v1530 ::=		SEQUENCE {
	qcl-Operation-v1530						ENUMERATED {typeC}				OPTIONAL,	-- Need OR
	tbs-IndexAlt3-r15							ENUMERATED {a37}			OPTIONAL,	-- Need OR
	-- eNote (ToDo): Clarify that eMTC fields (i.e. fields starting with ce-) do not apply
	-- for SCell (merging issue)
	ce-CQI-AlternativeTableConfig-r15			ENUMERATED {on}				OPTIONAL,	-- Need OR
	ce-PDSCH-64QAM-Config-r15					ENUMERATED {on}				OPTIONAL,	-- Need OR
	ce-PDSCH-FlexibleStartPRB-AllocConfig-r15	ENUMERATED {on}				OPTIONAL,	-- Need OR
	altMCS-TableScalingConfig-r15		ENUMERATED {oDot5, oDot625, oDot75, oDot875}	OPTIONAL	-- Need OR
}

PDSCH-ConfigDedicatedSCell-v1430 ::=		SEQUENCE {
	tbsIndexAlt2-r14						ENUMERATED {b33}				OPTIONAL	-- Need OR
}

RE-MappingQCLConfigToAddModList-r11 ::=		SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-Config-r11

RE-MappingQCLConfigToReleaseList-r11 ::=	SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-ConfigId-r11

PDSCH-RE-MappingQCL-Config-r11 ::=		SEQUENCE {
	pdsch-RE-MappingQCL-ConfigId-r11	PDSCH-RE-MappingQCL-ConfigId-r11,
	optionalSetOfFields-r11				SEQUENCE {
		crs-PortsCount-r11					ENUMERATED {n1, n2, n4, spare1},
		crs-FreqShift-r11					INTEGER (0..5),
		mbsfn-SubframeConfigList-r11		CHOICE {
			release								NULL,
			setup								SEQUENCE {
				subframeConfigList					MBSFN-SubframeConfigList
			}
		}																	OPTIONAL,	-- Need ON
		pdsch-Start-r11						ENUMERATED {reserved, n1, n2, n3, n4, assigned}
	}																		OPTIONAL,	-- Need OP
	csi-RS-ConfigZPId-r11				CSI-RS-ConfigZPId-r11,
	qcl-CSI-RS-ConfigNZPId-r11			CSI-RS-ConfigNZPId-r11				OPTIONAL,	-- Need OR
	...,
	[[	mbsfn-SubframeConfigList-v1430	CHOICE {
			release						NULL,
			setup						SEQUENCE {
				subframeConfigList-v1430	MBSFN-SubframeConfigList-v1430
			}
		}																	OPTIONAL	-- Need OP
	]],
	[[	codewordOneConfig-v1530				CHOICE {
			release						NULL,
			setup						SEQUENCE {
				crs-PortsCount-v1530					ENUMERATED {n1, n2, n4, spare1},
				crs-FreqShift-v1530						INTEGER (0..5),
				mbsfn-SubframeConfigList-v1530			MBSFN-SubframeConfigList	OPTIONAL,
				mbsfn-SubframeConfigListExt-v1530		MBSFN-SubframeConfigList-v1430 OPTIONAL,
				pdsch-Start-v1530						ENUMERATED {reserved, n1, n2, n3, n4, assigned},
				csi-RS-ConfigZPId-v1530					CSI-RS-ConfigZPId-r11,
				qcl-CSI-RS-ConfigNZPId-v1530			CSI-RS-ConfigNZPId-r11	OPTIONAL
			}
		}																OPTIONAL 	-- Cond TypeC
	]]
}

-- ASN1STOP

	PDSCH-Config field descriptions

	altMCS-TableScalingConfig
Presence of the field indicates activation of 6-bit MCS table (i.e., altMCS-Table) for UE indicating support for altMCS-Table, see TS 36.212 [22] and TS 36.213 [23]. The indicated value configures the parameter altMCS-Table-Scaling where value oDot5 corresponds to scaling factor 0.5, value oDot625 corresponds to scaling factor 0.625 and so on, see TS 36.213 [23].

	ce-CQI-AlternativeTableConfig
Configures the UE supporting alternative CQI table to use the alternative CQI table in CE mode A. See TS 36.213 [23].

	ce-HARQ-AckBundling
Activation of PDSCH HARQ-ACK bundling in half duplex FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-PDSCH-64QAM-Config
Activation of 64 QAM for non-repeated unicast PDSCH in CE mode A.

	ce-PDSCH-FlexibleStartPRB-AllocConfig
Activation of flexible starting PRB for PDSCH resource allocation in CE mode A or B. E-UTRAN does not configure this field when E-UTRA system bandwidth is 1.4 MHz.

	ce-PDSCH-MaxBandwidth
Maximum PDSCH channel bandwidth in CE mode A and B, see TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz, and value bw20 corresponds to 20 MHz. If this field is absent, the UE shall release any existing value and set the maximum PDSCH channel bandwidth in CE mode A and B to 1.4 MHz. Parameter: transmission bandwidth configuration, see TS 36.101 [42], table 5.6-1. The max bandwidth can by configured to 5MHz for BL UEs and 5MHz or 20MHz for UEs in CE.

	ce-PDSCH-TenProcesses
Configuration of 10 (instead of 8) DL HARQ processes in FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-SchedulingEnhancement
Activation of dynamic HARQ-ACK delay for HD-FDD for PDSCH in CE mode A controlled by the DCI, see TS 36.212 [22] and TS 36.213 [23]. Value range1 corresponds to the first range of HARQ-ACK delays, and value range2 corresponds to second range of HARQ-ACK delays.

	codewordOneConfig
The field corresponds to codeword 1, see TS 36.213 [23], clause 7.1.10. If absent, the UE applies the values from the serving cell configured on the same frequency.

	mbsfn-SubframeConfigList
Indicates the MBSFN configuration for the CSI-RS resources. If optionalSetOfFields is absent, the fields mbsfn-SubframeConfigList-r11 and mbsfn-SubframeConfigList-v1430 are released.

	optionalSetOfFields
If absent, the UE releases the configuration provided previously, if any, and applies the values from the serving cell configured on the same frequency. If the UE is configured with qcl-Operation-v1530, this field corresponds to codeword 0, see TS 36.213 [23], clause 7.1.10.

	p-a

Parameter: , see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: , see TS 36.213 [23], clause Table 5.2-1.

	pdsch-maxNumRepetitionCEmodeA
Maximum value to indicate the set of PDSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeB
Maximum value to indicate the set of PDSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-Start
The starting OFDM symbol of PDSCH for the concerned serving cell, see TS 36.213 [23], clause 7.1.6.4. Values 1, 2, 3 are applicable when dl-Bandwidth for the concerned serving cell is greater than 10 resource blocks, values 2, 3, 4 are applicable when dl-Bandwidth for the concerned serving cell is less than or equal to 10 resource blocks, see TS 36.211 [21], Table 6.7-1. Value n1 corresponds to 1, value n2 corresponds to 2 and so on. If the field pdsch-Start-v1530 is also configured, E-UTRAN ensures that this value is the same as pdsch-Start (i.e., without suffix).

	qcl-CSI-RS-ConfigNZPId
Indicates the CSI-RS resource that is quasi co-located with the PDSCH antenna ports, see TS 36.213 [23], clause 7.1.9. E-UTRAN configures this field if and only if the UE is configured with qcl-Operation set to typeB or qcl-Operation-v1530 set to typeC. If the UE is configured with qcl-Operation-v1530 set to typeC, the field qcl-CSI-RS-ConfigNZPId-r11 corresponds to codeword 0, and the field qcl-CSI-RS-ConfigNZPId-v1530 corresponds to codeword 1, see TS 36.213 [23], clause 7.1.10..

	qcl-Operation
Indicates the quasi co-location behaviour to be used by the UE, type A, type B, or type C, as described in TS 36.213 [23], clause 7.1.10. In case qcl-Operation-v1530 is present, the UE shall ignore the field qcl-Operation (without suffix). E-UTRAN configures qcl-Operation-v1530 only when transmission mode 10 is configured for the serving cell on this carrier frequency and QCL type C is configured.

	referenceSignalPower
Parameter: Reference-signal power, which provides the downlink reference-signal EPRE, see TS 36.213 [23], clause 5.2. The actual value in dBm.

	re-MappingQCLConfigToAddModList, re-MappingQCLConfigToReleaseList
For a serving frequency E-UTRAN configures at least one PDSCH-RE-MappingQCL-Config when transmission mode 10 is configured for the serving cell on this carrier frequency. Otherwise it does not configure this field.

	tbsIndexAlt
Indicates the applicability of the alternative TBS index for the ITBS 26 and 33 (see TS 36.213 [23], Table 7.1.7.2.1-1), to all subframes scheduled by DCI format 2C or 2D. Value a26 refers to the alternative TBS index ITBS 26A, and value a33 refers to the alternative TBS index ITBS 33A. If this field is not configured, the UE shall use ITBS 26 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead. If neither this field nor tbsIndexAlt2 configures an alternative TBS index for ITBS 33, the UE shall use ITBS 33 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead.

	tbsIndexAlt2
Indicates the applicability of the alternative TBS index for the ITBS 33 (see TS 36.213 [23], Table 7.1.7.2.1-1) to all subframes. Value b33 refers to the alternative TBS index ITBS 33B. If neither this field nor tbsIndexAlt configures an alternative TBS index for ITBS 33, the UE shall use ITBS 33 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead.

	tbs-IndexAlt3
Indicates the applicability of the alternative TBS index for the ITBS 37 (see TS 36.213 [23], Table 7.1.7.2.1-1) to all subframes. Value a37 refers to the alternative TBS index ITBS 37A.



	Conditional presence
	Explanation

	[bookmark: _Hlk505848715]TypeC
	[bookmark: _Hlk505849212]The field is optional, need ON when qcl-Operation is configured with typeC. Otherwise the field is not present and the UE shall delete any existing value for this field. 
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The IE SPS-Config is used to specify the semi-persistent scheduling configuration.
SPS-Config information element
-- ASN1START

SPS-Config ::=	SEQUENCE {
	semiPersistSchedC-RNTI			C-RNTI					OPTIONAL,			-- Need OR
	sps-ConfigDL					SPS-ConfigDL			OPTIONAL,			-- Need ON
	sps-ConfigUL					SPS-ConfigUL			OPTIONAL			-- Need ON
}

SPS-Config-v1430 ::=	SEQUENCE {
	ul-SPS-V-RNTI-r14					C-RNTI					OPTIONAL,			-- Need OR
	sl-SPS-V-RNTI-r14					C-RNTI					OPTIONAL,			-- Need OR
	sps-ConfigUL-ToAddModList-r14		SPS-ConfigUL-ToAddModList-r14	OPTIONAL,	-- Need ON
	sps-ConfigUL-ToReleaseList-r14		SPS-ConfigUL-ToReleaseList-r14	OPTIONAL,	-- Need ON
	sps-ConfigSL-ToAddModList-r14		SPS-ConfigSL-ToAddModList-r14	OPTIONAL,	-- Need ON
	sps-ConfigSL-ToReleaseList-r14		SPS-ConfigSL-ToReleaseList-r14	OPTIONAL	-- Need ON
}

SPS-ConfigUL-ToAddModList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigUL

SPS-ConfigUL-ToReleaseList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigIndex-r14

SPS-ConfigSL-ToAddModList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigSL-r14

SPS-ConfigSL-ToReleaseList-r14 ::= SEQUENCE (SIZE (1..maxConfigSPS-r14)) OF SPS-ConfigIndex-r14

SPS-Config-v1530 ::=	SEQUENCE {
	semiPersistSchedC-RNTI-r15		C-RNTI						OPTIONAL,			-- Need OR
	sps-ConfigDL-r15					SPS-ConfigDL				OPTIONAL,			-- Need ON
	sps-ConfigUL-STTI-ToAddModList-r15	SPS-ConfigUL-STTI-ToAddModList-r15	OPTIONAL,	-- Need ON
	sps-ConfigUL-STTI-ToReleaseList-r15	SPS-ConfigUL-STTI-ToReleaseList-r15	OPTIONAL,	-- Need ON
	sps-ConfigUL-ToAddModList-r15		SPS-ConfigUL-ToAddModList-r15		OPTIONAL,	-- Need ON
	sps-ConfigUL-ToReleaseList-r15		SPS-ConfigUL-ToReleaseList-r15		OPTIONAL	-- Need ON
}

SPS-Config-v1540 ::=	SEQUENCE {
	sps-ConfigDL-STTI-r15				SPS-ConfigDL-STTI-r15				OPTIONAL	-- Need OR
}

SPS-ConfigUL-STTI-ToAddModList-r15 ::= SEQUENCE (SIZE (1..maxConfigSPS-r15)) OF SPS-ConfigUL-STTI-r15

SPS-ConfigUL-STTI-ToReleaseList-r15 ::= SEQUENCE (SIZE (1..maxConfigSPS-r15)) OF SPS-ConfigIndex-r15

SPS-ConfigUL-ToAddModList-r15 ::= SEQUENCE (SIZE (1..maxConfigSPS-r15)) OF SPS-ConfigUL

SPS-ConfigUL-ToReleaseList-r15 ::= SEQUENCE (SIZE (1..maxConfigSPS-r15)) OF SPS-ConfigIndex-r15

SPS-ConfigDL ::=	CHOICE{
	release							NULL,
	setup							SEQUENCE {
		semiPersistSchedIntervalDL			ENUMERATED {
												sf10, sf20, sf32, sf40, sf64, sf80,
												sf128, sf160, sf320, sf640, spare6,
												spare5, spare4, spare3, spare2,
												spare1},
		numberOfConfSPS-Processes			INTEGER (1..8),
		n1PUCCH-AN-PersistentList			N1PUCCH-AN-PersistentList,
		...,
		[[	twoAntennaPortActivated-r10		CHOICE {
				release							NULL,
				setup							SEQUENCE {
					n1PUCCH-AN-PersistentListP1-r10	N1PUCCH-AN-PersistentList
				}
			}																OPTIONAL	-- Need ON
		]]
	}
}

SPS-ConfigUL ::=	CHOICE {
	release							NULL,
	setup							SEQUENCE {
		semiPersistSchedIntervalUL			ENUMERATED {
												sf10, sf20, sf32, sf40, sf64, sf80,
												sf128, sf160, sf320, sf640, sf1-v1430,
												sf2-v1430, sf3-v1430, sf4-v1430, sf5-v1430,
												spare1},
		implicitReleaseAfter				ENUMERATED {e2, e3, e4, e8},
		p0-Persistent						SEQUENCE {
			p0-NominalPUSCH-Persistent			INTEGER (-126..24),
			p0-UE-PUSCH-Persistent				INTEGER (-8..7)
		}		OPTIONAL,												-- Need OP
		twoIntervalsConfig					ENUMERATED {true}			OPTIONAL,	-- Cond TDD
		...,
		[[	p0-PersistentSubframeSet2-r12		CHOICE {
				release								NULL,
				setup								SEQUENCE {
					p0-NominalPUSCH-PersistentSubframeSet2-r12			INTEGER (-126..24),
					p0-UE-PUSCH-PersistentSubframeSet2-r12				INTEGER (-8..7)
				}
			}															OPTIONAL	-- Need ON
		]],
		[[	numberOfConfUlSPS-Processes-r13			INTEGER (1..8)		OPTIONAL	-- Need OR
		]],
		[[	fixedRV-NonAdaptive-r14					ENUMERATED {true}		OPTIONAL,	-- Need OR
			sps-ConfigIndex-r14						SPS-ConfigIndex-r14		OPTIONAL,	-- Need OR
			semiPersistSchedIntervalUL-v1430		ENUMERATED {
											sf50, sf100, sf200, sf300, sf400, sf500,
											sf600, sf700, sf800, sf900, sf1000, spare5,
											spare4, spare3, spare2, spare1}	OPTIONAL	-- Need OR

		]],
		[[ cyclicShiftSPS-r15				ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}
												OPTIONAL,	-- Need ON
	-- eNote (TBC) that no separate STTI field is required (alike in merged CR)
			harq-ProcID-Offset-r15				INTEGER (0..7) 			OPTIONAL,	-- Need ON
			rv-SPS-UL-Repetitions-r15			ENUMERATED {ulrvseq1, ulrvseq2, ulrvseq3} OPTIONAL, -- Need ON
			tpc-PDCCH-ConfigPUSCH-SPS-r15		TPC-PDCCH-Config 		OPTIONAL,	-- Need ON
			totalNumberPUSCH-SPS-UL-Repetitions-r15	ENUMERATED {n2,n3,n4,n6}	OPTIONAL, -- Need ON
			sps-ConfigIndex-r15					SPS-ConfigIndex-r15		OPTIONAL	-- Cond SPS
		]]
	}
}

SPS-ConfigSL-r14 ::=	SEQUENCE {
	sps-ConfigIndex-r14				SPS-ConfigIndex-r14,
	semiPersistSchedIntervalSL-r14	ENUMERATED {
										sf20, sf50, sf100, sf200, sf300, sf400,
										sf500, sf600, sf700, sf800, sf900, sf1000,
										spare4, spare3, spare2, spare1}
}

SPS-ConfigIndex-r14 ::=			INTEGER (1..maxConfigSPS-r14)

SPS-ConfigIndex-r15 ::=			INTEGER (1..maxConfigSPS-r15)

N1PUCCH-AN-PersistentList ::=		SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

N1SPUCCH-AN-PersistentList-r15 ::=		SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

SPS-ConfigDL-STTI-r15 ::=	CHOICE{
	release							NULL,
	setup							SEQUENCE {
		semiPersistSchedIntervalDL-STTI-r15		ENUMERATED {
												sTTI1, sTTI2, sTTI3, sTTI4, sTTI6, sTTI8, sTTI12, sTTI16,
												sTTI20, sTTI40, sTTI60, sTTI80, sTTI120, sTTI240,
												spare2, spare1},
		numberOfConfSPS-Processes-STTI-r15		INTEGER (1..12),
		twoAntennaPortActivated-r15			CHOICE {
				release							NULL,
				setup							SEQUENCE {
					n1SPUCCH-AN-PersistentListP1-r15		N1SPUCCH-AN-PersistentList-r15
				}
			}															OPTIONAL,	-- Need ON
		sTTI-StartTimeDL-r15					INTEGER (0..5),
		tpc-PDCCH-ConfigPUCCH-SPS-r15		TPC-PDCCH-Config 			OPTIONAL,	-- Need ON
		...
	}
}

SPS-ConfigUL-STTI-r15 ::=	CHOICE {
	release							NULL,
	setup							SEQUENCE {
		semiPersistSchedIntervalUL-STTI-r15		ENUMERATED {
												sTTI1, sTTI2, sTTI3, sTTI4, sTTI6, sTTI8, sTTI12, sTTI16,
 												sTTI20, sTTI40, sTTI60, sTTI80, sTTI120, sTTI240,
												spare2, spare1},
		implicitReleaseAfter					ENUMERATED {e2, e3, e4, e8},
		p0-Persistent-r15					SEQUENCE {
			p0-NominalSPUSCH-Persistent-r15		INTEGER (-126..24),
			p0-UE-SPUSCH-Persistent-r15			INTEGER (-8..7)
		}																OPTIONAL,	-- Need OP
		twoIntervalsConfig-r15					ENUMERATED {true}		OPTIONAL,	-- Cond TDD
		p0-PersistentSubframeSet2-r15		CHOICE {
				release							NULL,
				setup							SEQUENCE {
					p0-NominalSPUSCH-PersistentSubframeSet2-r15			INTEGER (-126..24),
					p0-UE-SPUSCH-PersistentSubframeSet2-r15				INTEGER (-8..7)
				}
			} 															OPTIONAL,	-- Need ON
		numberOfConfUL-SPS-Processes-STTI-r15	INTEGER (1..12)			OPTIONAL,	-- Need OR
		sTTI-StartTimeUL-r15				INTEGER (0..5),
		tpc-PDCCH-ConfigPUSCH-SPS-r15		TPC-PDCCH-Config 			OPTIONAL,	-- Need ON
		cyclicShiftSPS-sTTI-r15				ENUMERATED {cs0, cs1, cs2, cs3, cs4, cs5, cs6, cs7}																				OPTIONAL,	-- Need ON
		ifdma-Config-SPS-r15				BOOLEAN						OPTIONAL,	-- Need ON
		harq-ProcID-offset-r15				INTEGER (0..15) 			OPTIONAL,	-- Need ON
		rv-SPS-STTI-UL-Repetitions-r15		ENUMERATED {ulrvseq1, ulrvseq2, ulrvseq3}	OPTIONAL, -- Need ON
		sps-ConfigIndex-r15		SPS-ConfigIndex-r15		OPTIONAL,	-- Need OR
		tbs-scalingFactorSubslotSPS-UL-Repetitions-r15	ENUMERATED {n6, n12}		OPTIONAL, -- Need ON
		totalNumberPUSCH-SPS-STTI-UL-Repetitions-r15	ENUMERATED {n2,n3,n4,n6}	OPTIONAL, -- Need ON
		...
	}
}

-- ASN1STOP

	SPS-Config field descriptions

	cyclicShiftSPS, cyclicShiftSPS-sTTI,

Indicates the cyclic shift to be used for the UE-specific reference signal in case of UL SPS, see TS 36.211 [5] clause 5.2.1.1.

	fixedRV-NonAdaptive
If this field is present and skipUplinkTxSPS is configured, non-adaptive retransmissions on configured uplink grant uses redundancy version 0, otherwise the redundancy version for each retransmission is updated based on the sequence of redundancy versions as described in TS 36.321 [6].

	harq-ProcID-offset
If configured, this field indicates the offset used in deriving the HARQ process IDs, see TS 36.321 [6], clause 5.4.1.

	Ifdma-Config-SPS

Indicated  to be used for the UE-specific reference signal in case of UL SPS see TS 36.211 [5], clause 5.2,1.1.

	implicitReleaseAfter
Number of empty transmissions before implicit release, see TS 36.321 [6], clause 5.10.2. Value e2 corresponds to 2 transmissions, e3 corresponds to 3 transmissions and so on. If skipUplinkTxSPS is configured, the UE shall ignore this field.

	n1PUCCH-AN-PersistentList, n1PUCCH-AN-PersistentListP1

List of parameter:  for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23], clause 10.1. Field n1-PUCCH-AN-PersistentListP1 is applicable only if the twoAntennaPortActivatedPUCCH-Format1a1b in PUCCH-ConfigDedicated-v1020 is set to true. Otherwise the field is not configured.

	numberOfConfSPS-Processes
The number of configured HARQ processes for downlink Semi-Persistent Scheduling, see TS 36.321 [6].

	numberOfConfSPS-Processes-STTI
The number of configured HARQ processes for downlink Semi-Persistent Scheduling for sTTI in DL, see TS 36.321 [6].

	numberOfConfUlSPS-Processes
The number of configured HARQ processes for uplink Semi-Persistent Scheduling, see TS 36.321 [6]. E-UTRAN always configures this field for asynchronous UL HARQ. Otherwise it does not configure this field.

	numberOfConfUL-SPS-Processes-STTI
The number of configured HARQ processes for uplink Semi-Persistent Scheduling for sTTI in UL, see TS 36.321 [6]. E-UTRAN always configures this field for asynchronous UL HARQ. Otherwise it does not configure this field.

	p0-NominalPUSCH-Persistent, p0-NominalSPUSCH-Persistent

Parameter: . See TS 36.213 [23], clause 5.1.1.1, unit dBm step 1. This field is applicable for persistent scheduling, only. If choice setup is used and p0-Persistent is absent, apply the value of p0-NominalPUSCH for p0-NominalPUSCH-Persistent. If uplink power control subframe sets are configured by tpc-SubframeSet, this field applies for uplink power control subframe set 1.

	p0-NominalPUSCH-PersistentSubframeSet2, p0-NominalSPUSCH-PersistentSubframeSet2

Parameter: . See TS 36.213 [23], clause 5.1.1.1, unit dBm step 1. This field is applicable for persistent scheduling, only. If p0-PersistentSubframeSet2-r12 is not configured, apply the value of p0-NominalPUSCH-SubframeSet2-r12 for p0-NominalPUSCH-PersistentSubframeSet2. E-UTRAN configures this field only if uplink power control subframe sets are configured by tpc-SubframeSet, in which case this field applies for uplink power control subframe set 2.

	p0-UE-PUSCH-Persistent

Parameter: . See TS 36.213 [23], clause 5.1.1.1, unit dB. This field is applicable for persistent scheduling, only. If choice setup is used and p0-Persistent is absent, apply the value of p0-UE-PUSCH for p0-UE-PUSCH-Persistent. If uplink power control subframe sets are configured by tpc-SubframeSet, this field applies for uplink power control subframe set 1.

	p0-UE-PUSCH-PersistentSubframeSet2

Parameter: . See TS 36.213 [23], clause 5.1.1.1, unit dB. This field is applicable for persistent scheduling, only. If p0-PersistentSubframeSet2-r12 is not configured, apply the value of p0-UE-PUSCH-SubframeSet2 for p0-UE-PUSCH-PersistentSubframeSet2. E-UTRAN configures this field only if uplink power control subframe sets are configured by tpc-SubframeSet, in which case this field applies for uplink power control subframe set 2.

	rv-SPS-STTI-UL-Repetitions
Indicates the RV sequence of slot or subslot PUSCH for slot or subslot UL SPS repetitions. Value ulrvseq1= {0, 0, 0, 0, 0, 0} , value ulrvseq2={0, 2, 3, 1, 0, 2} and value ulrvseq3={0, 3, 0, 3, 0, 3}.

	rv-SPS-UL-Repetitions
Indicates the RV sequence of PUSCH for subframe UL SPS repetitions. Value ulrvseq1= {0, 0, 0, 0, 0, 0} , value ulrvseq2={0, 2, 3, 1, 0, 2} and value ulrvseq3={0, 3, 0, 3, 0, 3}.

	semiPersistSchedC-RNTI
Semi-persistent Scheduling C-RNTI, see TS 36.321 [6]. If sps-Config is present for more than one cells in the same cell group, semiPersistSchedC-RNTI is present in only one sps-Config.

	semiPersistSchedIntervalDL
Semi-persistent scheduling interval in downlink, see TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	semiPersistSchedIntervalDL-STTI
Semi-persistent scheduling interval for sTTI in downlink, see TS 36.321 [6]. Value in number of sTTI. Value sTTI1 corresponds to a spacing of 1 sTTI interval, sTTI2 corresponds to 2 spacings of sTTI intervals and so on, e.g. sTTI1 equal to sub-slot of 2 symbols or 3 symbols when the type of 2OS sTTI is configured, or e.g. sTTI1 equal to slot of 7 symbols when type of 7OS sTTI is configured. SPS for sTTI is not supported for TDD.

	semiPersistSchedIntervalSL
Semi-persistent scheduling interval in sidelink, see TS 36.321 [6]. Value in number of sub-frames. Value sf20 corresponds to 20 sub-frames, sf50 corresponds to 50 sub-frames and so on.

	semiPersistSchedIntervalUL
Semi-persistent scheduling interval in uplink, see TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, when the configured Semi-persistent scheduling interval is greater than or equal to 10 sub-frames, the UE shall round this parameter down to the nearest integer (of 10 sub-frames), e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames. If semiPersistSchedIntervalUL-v1430 is configured, the UE only considers this extension (and ignores semiPersistSchedIntervalUL i.e. without suffix).

	semiPersistSchedIntervalUL-STTI
Semi-persistent scheduling interval for sTTI in uplink, see TS 36.321 [6]. Value in number of sTTI. Value sTTI1 corresponds to a spacing of 1 sTTI interval, sTTI2 corresponds to 2 spacings of sTTI intervals and so on, e.g. sTTI1 equal to sub-slot of 2 symbols or 3 symbols when the type of 2OS sTTI is configured, or e.g. sTTI1 equal to slot of 7 symbols when type of 7OS sTTI is configured. SPS for sTTI is not supported for TDD.

	sl-SPS-V-RNTI
SL Semi-Persistent Scheduling V-RNTI for V2X sidelink communication, see TS 36.321 [6].

	sps-ConfigIndex
Indicates the index of one of multiple SL/UL SPS configurations.

	sps-ConfigDL-STTI
If sps-ConfigDL-sTTI-r15 is signalled, the UE ignores sps-ConfigDL.

	sps-ConfigSL-ToAddModList
Indicates the SL SPS configurations to be added or modified, identified by SPS-ConfigIndex.

	sps-ConfigSL-ToReleaseList
Indicates the SL SPS configurations to be released, identified by SPS-ConfigIndex.

	sps-ConfigUL-STTI-ToAddModList
Indicates the UL sTTI SPS configurations to be added or modified, identified by SPS-ConfigIndex. If this list includes more than one entry, E-UTRAN includes totalNumberPUSCH-SPS-STTI-UL-Repetitions in each entry.

	sps-ConfigUL-STTI-ToReleaseList
Indicates the UL sTTI SPS configurations to be released, identified by SPS-ConfigIndex.

	sps-ConfigUL-ToAddModList
Indicates the UL SPS configurations to be added or modified, identified by SPS-ConfigIndex. If this list includes more than one entry, E-UTRAN includes totalNumberPUSCH-SPS-UL-Repetitions in each entry.

	sps-ConfigUL-ToReleaseList
Indicates the UL SPS configurations to be released, identified by SPS-ConfigIndex.

	sTTI-StartTimeDL
Indicates the DL sTTI index start offset for SPS (re-)initialization, see TS 36.321 [6].

	sTTI-StartTimeUL
Indicates the UL sTTI index start offset for SPS (re-)initialization, see TS 36.321 [6].

	tbs-scalingFactorSubslotSPS-UL-Repetitions
Indicates the TBS scaling factor of subslot PUSCH for UL SPS repetitions. Value n6 corresponds to 1/6 and value n12 corresponds to 1/12. 

	totalNumberPUSCH-SPS-STTI-UL-Repetitions
Indicates the total number of UL transmissions for slot or subslot UL SPS repetitions. If the UE is configured with UL SPS and the configured number of SPS PUSCH transmissions k>1, simultaneous transmission of PUSCH and PUCCH is not configured.

	totalNumberPUSCH-SPS-UL-Repetitions
Indicates the total number of UL transmissions for subframe UL SPS repetitions. If the UE is configured with UL SPS and the configured number of SPS PUSCH transmissions k>1, simultaneous transmission of PUSCH and PUCCH is not configured.

	tpc-PDCCH-ConfigPUCCH-SPS
PDCCH configuration for power control of slot/subslot-PUCCH using format 3/3A, see TS 36.212 [22], when SPS-ConfigDL-STTI is configured.

	tpc-PDCCH-ConfigPUSCH-SPS
PDCCH configuration for power control of slot/subslot-PUSCH using format 3/3A, see TS 36.212 [22], when SPS-ConfigUL-STTI is configured. If a UE is configured with multiple UL SPS configurations in a serving cell, the same TPC index for DCI format 3/3A applies to all the UL SPS configurations in the serving cell.

	twoIntervalsConfig
Trigger of two-intervals-Semi-Persistent Scheduling in uplink. See TS 36.321 [6], clause 5.10. If this field is present and the configured Semi-persistent scheduling interval greater than or equal to 10 sub-frames, two-intervals-SPS is enabled for uplink. Otherwise, two-intervals-SPS is disabled.

	ul-SPS-V-RNTI
UL Semi-Persistent Scheduling V-RNTI for UEs capable of multiple uplink SPS configurations and which support V2X communication, see TS 36.321 [6].



	Conditional presence
	Explanation

	TDD
	This field is optional present for TDD, need OR; it is not present for FDD and the UE shall delete any existing value for this field.

	SPS
	This field is optional present if sps-ConfigIndex-r14 is not configured, need OR; otherwise it is not present.
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Editor's note	No agreements have been reached concerning the extension of RRC PDUs so far. Any statements in this clause about the protocol extension mechanism should be considered as FFS.
A.4.3	Non-critical extension of messages
[bookmark: _Toc20487779][bookmark: _Toc29343086][bookmark: _Toc29344225][bookmark: _Toc36547849][bookmark: _Toc36549241][bookmark: _Toc46448078][bookmark: _Toc52790906][bookmark: _Toc76431707]A.4.3.1	General principles
The mechanisms to extend a message in a non-critical manner are defined in A.3.3. W.r.t. the use of extension markers, the following additional guidelines apply:
-	When further non-critical extensions are added to a message that has been critically extended, the inclusion of these non-critical extensions in earlier critical branches of the message should be avoided when possible.
-	The extension marker ("…") is the primary non-critical extension mechanism that is used unless a length determinant is not required. Examples of cases where a length determinant is not required:
-	at the end of a message,
-	at the end of a structure contained in a BIT STRING or OCTET STRING
-	When an extension marker is available, non-critical extensions are preferably placed at the location (e.g. the IE) where the concerned parameter belongs from a logical/ functional perspective (referred to as the 'default extension location')
-	It is desirable to aggregate extensions of the same release or version of the specification into a group, which should be placed at the lowest possible level.
-	In specific cases it may be preferrable to place extensions elsewhere (referred to as the 'actual extension location') e.g. when it is possible to aggregate several extensions in a group. In such a case, the group should be placed at the lowest suitable level in the message. <TBD: ref to seperate example>
-	In case placement at the default extension location affects earlier critical branches of the message, locating the extension at a following higher level in the message should be considered.
-	In case an extension is not placed at the default extension location, an IE should be defined. The IE's ASN.1 definition should be placed in the same ASN.1 section as the default extension location. In case there are intermediate levels in-between the actual and the default extension location, an IE may be defined for each level. Intermediate levels are primarily introduced for readability and overview. Hence intermediate levels need not allways be introduced e.g. they may not be needed when the default and the actual extension location are within the same ASN.1 section. <TBD: ref to seperate example>

End of the change
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