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	Reason for change:
	Clarifying the description of gapIndicationIntra field as the current text is not clear enough of the expected network behavior. For instance if UE indicates that gapIndicationIntra = “Gap”, network may still not configure gap, if SSB (associated with Initial DL BWP) is contained in all configured BWPs. 

gapIndicationIntra
Indicates whether measurement gap is required for the UE to perform intra-frequency SSB based measurements on the concerned serving cell. Value gap indicates that a measurement gap is needed if any of the UE configured BWPs do not contain the frequency domain resources of the SSB associated to the initial DL BWP. Value no-gap indicates a measurement gap is not needed to measure the SSB associated to the initial DL BWP for all configured BWPs, no matter the SSB is within the configured BWP or not. 





	
	

	Summary of change:
	Clarifiying the field description of the “gapIndicationIntra” by adding the text that describes the expected network behavior when UE indicates “gap” and all configured BWPs contain the SSB associated with Initial DL BWP. 
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NR-SA, NR-DC, NE-DC

Impacted functionality:
The need for gap configuration  
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· if the network is implemented according to the CR and the UE is not, no interoperability issue is expected, as the proposed change doesn’t suggest any change to the functionaliy. Network will not configure a gap and UE should still be able to perform intra-frequency measurement without gap when all configured BWPs contain the SSB associated with the Initial DL BWP. 
· if the UE is implemented according to the CR and the network is not, no interoperability issue is expected as the proposed change doesn’t suggest any change to the functionaliy. 
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<<SKIPPED>>

–	NeedForGapsInfoNR
The IE NeedForGapsInfoNR indicates whether measurement gap is required for the UE to perform SSB based measurements on an NR target band while NR-DC or NE-DC is not configured.
NeedForGapsInfoNR information element
-- ASN1START
-- TAG-NeedForGapsInfoNR-START

NeedForGapsInfoNR-r16 ::=        SEQUENCE {
    intraFreq-needForGap-r16      NeedForGapsIntraFreqlist-r16,
    interFreq-needForGap-r16      NeedForGapsBandlistNR-r16
}

NeedForGapsIntraFreqlist-r16 ::=          SEQUENCE (SIZE (1.. maxNrofServingCells)) OF NeedForGapsIntraFreq-r16

NeedForGapsBandlistNR-r16 ::=             SEQUENCE (SIZE (1..maxBands)) OF NeedForGapsNR-r16

NeedForGapsIntraFreq-r16  ::=                 SEQUENCE {
    servCellId-r16                               ServCellIndex,
    gapIndicationIntra-r16                       ENUMERATED {gap, no-gap}
}

NeedForGapsNR-r16  ::=                        SEQUENCE {
    bandNR-r16                                   FreqBandIndicatorNR,
    gapIndication-r16                            ENUMERATED {gap, no-gap}
}

-- TAG-NeedForGapsInfoNR-STOP
-- ASN1STOP

	NeedForGapsInfoNR field descriptions

	intraFreq-needForGap
Indicates the measurement gap requirement information for NR intra-frequency measurement.

	interFreq-needForGap
Indicates the measurement gap requirement information for NR inter-frequency measurement.



	NeedForGapsIntraFreq field descriptions

	servCellId
Indicates the serving cell which contains the target SSB (associated with the initial DL BWP) to be measured. 

	gapIndicationIntra
Indicates whether measurement gap is required for the UE to perform intra-frequency SSB based measurements on the concerned serving cell. Value gap indicates that a measurement gap is needed if any of the UE configured BWPs do not contain the frequency domain resources of the SSB associated to the initial DL BWP, otherwise gap is not needed if all the configured BWPs do contain the frequency domain resources of the SSB associated to the initial DL BWP. Value no-gap indicates a measurement gap is not needed to measure the SSB associated to the initial DL BWP for all configured BWPs, no matter the SSB is within the configured BWP or not. 



	NeedForGapsNR field descriptions

	bandNR
Indicates the NR target band to be measured.

	gapIndication
Indicates whether measurement gap is required for the UE to perform SSB based measurements on the concerned NR target band while NR-DC or NE-DC is not configured. The UE determines this information based on the resultant configuration of the RRCReconfiguration or RRCResume message that triggers this response. Value gap indicates that a measurement gap is needed, value no-gap indicates a measurement gap is not needed. 
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