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	Reason for change:
	In SIB1, TAC is broadcast per PLMN. 38.331 5.2.2.4.2 captures the UE behavior when TAC is missing for a PLMN:
3>	if trackingAreaCode is not provided for the selected PLMN nor the registered PLMN nor PLMN of the equivalent PLMN list:
4>	consider the cell as barred in accordance with TS 38.304 [20];
4>	if intraFreqReselection is set to notAllowed:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as not allowed, as specified in TS 38.304 [20];
4>	else:
5>	consider cell re-selection to other cells on the same frequency as the barred cell as allowed, as specified in TS 38.304 [20];
When the condition above for missing TAC applies, the UE “shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds” as captured in Section 5.3.1.

However, if the UE bars the cell for the above reason and later selects another PLMN which broacasts a TAC, the UE should not wait until the end of 300 seconds since the barring condition is no longer applicable.

	
	

	Summary of change:
	Add a Note that the UE may (re)-select a cell when the cell was barred due to missing TAC but afterwards the UE selects a PLMN which does broadcast a TAC.

Impact analysis
Inter-operability: 
If the network is implemented according to the CR and the UE is not or vice-versa, there is no inter-operability issue.


	
	

	Consequences if not approved:
	The UE may bar a cell or frequency unnecessarily for a longer time when it selects a different PLMN.
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Cell status and cell reservations are indicated in the MIB or SIB1 message as specified in TS 38.331 [3] by means of three fields:
-	cellBarred (IE type: "barred" or "not barred") 
Indicated in MIB message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs
-	cellReservedForOperatorUse (IE type: "reserved" or "not reserved") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is specified per PLMN.
[bookmark: _Hlk506409868]-	cellReservedForOtherUse (IE type: "true") 
Indicated in SIB1 message. In case of multiple PLMNs indicated in SIB1, this field is common for all PLMNs.
When cell status is indicated as "not barred" and "not reserved" for operator use and not "true" for other use,
-	All UEs shall treat this cell as candidate during the cell selection and cell reselection procedures.
When cell status is indicated as "true" for other use,
-	The UE shall treat this cell as if cell status is "barred".
When cell status is indicated as "not barred" and "reserved" for operator use for any PLMN and not "true" for other use,
-	UEs assigned to Access Identity 11 or 15 operating in their HPLMN/EHPLMN shall treat this cell as candidate during the cell selection and reselection procedures if the field cellReservedForOperatorUse for that PLMN set to "reserved".
-	UEs assigned to an Access Identity 0, 1, 2 and 12 to 14 shall behave as if the cell status is "barred" in case the cell is "reserved for operator use" for the registered PLMN or the selected PLMN.
NOTE 1:	Access Identities 11, 15 are only valid for use in the HPLMN/ EHPLMN; Access Identities 12, 13, 14 are only valid for use in the home country as specified in TS 22.261 [12].
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the field intraFreqReselection in MIB message is set to "allowed", the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	The UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed" the UE shall not re-select a cell on the same frequency as the barred cell;
-	The UE shall exclude the barred cell and the cells on the same frequency as a candidate for cell selection/reselection for 300 seconds.
The cell selection of another cell may also include a change of RAT.
NOTE 2:	If barring of a cell is triggered by the condition of trackingAreaCode not being provided, as specified in [3], the barring only applies to this PLMN and the UE can re-evaluate the barring condition again due to selection of another PLMN.
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