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Attachments:	


1. Overall Description:	Comment by Nokia-MT: RAN2 agreement was only to:
 Ask whether SA2 expects local coordinates to be provided to the LMF by the UE/gNB
 Tell SA2 that if the LMF does the translation to local coordinates we see no RAN2 impact
 There are no restriction as to which methods can be used
This LS is not reflecting these agreements.
RAN2 discussed the question raised by SA2 if determination of local co-ordinates would be limited to certain positioning methods.
RAN2 believes that local co-ordinates can be used for all RAT dependent positioning methods and some RAT independent positioning methods (e.g. WLAN) without a translation into or out of global coordinates. 
However, for some RAT independent positioning methods like A-GNSS, RAN2 understanding is that as an LMF would need tocan always perform the a translation from global co-ordinates to local co-ordinates. Based on the latest 23.032 and 29.572 "Local Co-ordinates are relative to a known reference point defined by an unique Coordinate ID configured by the PLMN operator." and "The origin may have known WGS84 coordinates.", RAN2 understands that this would only be possible when the origin for the local coordinates has a known global location. When that is not available, local coordinates could not be supported. RAN2 believes that this restriction applies only to GNSS based and barometric sensor based positioning methods. then there are no any positioning methods which needs to be excluded For other positioning methods, there would be no restrictions.	Comment by Sven Fischer: Qualcomm: This is from reading the latest 23.032 and 29.572. 
"Local Co-ordinates are relative to a known reference point defined by an unique Coordinate ID configured by the PLMN operator."
"The origin may have known WGS84 coordinates."
Therefore, conversion is not always possible – only when the origin for the local coordinates has a globally known location.
	Comment by Intel-Yi: The new added statement is the interpretation based on SA specification. It would be good to clarify this.  
However, RAN2 would like to understand whether SA2 expects there may be potential LPP impacts such as providing the local co-ordinates to from the UE. In such case, RAN2 may need to discuss this further as there will be potential RAN2 Impactsimpacts.	Comment by CATT: LocationCoordinates is from UE to server.

2. Actions:
To SA2
ACTION: 	RAN2 kindly asks SA2 to take the above into account and would kindly request to provide the feedback. 

3. Date of Next TSG-RAN WG3 Meetings:
TSG-RAN WG2 Meeting #116-e                       November 2021	E-Meeting
TSG-RAN WG2 Meeting #116bis-e                  January 2022 	E-Meeting
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