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1	Introduction
This document provides the outcome of the following offline discussion conducated during RAN2#115 meeting:
[AT115e][886][SON/MDT] On corrections to packet loss rate measurements (Ericsson)
Collect companies’ view on the CR (R2-2108304). If and only if everyone is fine with the change, the outcome of the email discussion is the agreed CR. 
	Intended outcome: Agreed CR
	Deadline:11:00 UTC, Thursday August 26th
2	Contact Information
To make it easier to find the correct contact delegate in each company for potential follow-up questions, the rapporteur encourages the delegates who provide input to provide their contact information in this table:
	Company
	Contact: Name (E-mail)

	Ericsson (Rapporteur)
	Pradeepa Ramachandra (pradeepa.ramachandra@ericsson.com)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



[bookmark: _Ref178064866]3	Discussion
The contribution in [1] has addressed two issues.
3.1	Issue#1 
Reason for change:
As part of the objective of some of the individual delay measurements, it is explicitly stated that the measurement can be used for the OAM performance observability or for QoS verification of MDT.
However, the packet loss rate measurements introduced in the layer-2 specification mention only OAM performance observability as the objective and not the QoS verification of MDT.  

Proposed change:
[bookmark: _Hlk24021945]QoS verification of MDT is added as an objective for the ‘Packet Uu Loss Rate in the DL per DRB per UE’ measurement.
[bookmark: _Toc67915779]4.2.1.5.1	Packet Uu Loss Rate in the DL per DRB per UE
The objective of this measurement is to measure packets that are lost at Uu transmission, for OAM performance observability or for QoS verification of MDT.

Question-1: Is the changes associated to issue#1 acceptable?
	Company name
	Yes/No
	Comments 

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Rapporteur Summary:
To be added later

3.2	Issue#2
Proposed change:
It is also clarified that the F1-U packet loss measurement specified in TS 28.552 is performed per DRB per UE level granularity to handle the MDT related UE specific measurement. 

[bookmark: _Toc67915780]4.2.1.6	Other measurements defined in TS 28.552 [2]
The granularity for PDCP SDU Data Volume measurement defined in TS 28.552 [2] is per DRB per UE.
The granularity for Average UE throughput measurement defined in TS 28.552 [2] is per UE and per DRB per UE.
The granularity for UL F1-U Packet Loss Rate and DL F1-U Packet Loss Rate measurement defined in TS 28.552 [2] is per DRB per UE.

Question-2: Is the changes associated to issue#2 acceptable?
	Company name
	Yes/No
	Comments 

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Rapporteur Summary:
To be added later

4	Conclusion
To be added later.
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