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1 Introduction
RAN2 has discussed the impact of PDCCH skipping on SR and made the following agreement in RAN2#116bis-e [1]:

· UE ignores PDCCH skipping while the SR is pending.
RAN2 has further discussed this aspect in RAN2#117 and updated the previous agreement as follows [2]:

· UE ignores PDCCH skipping on all serving cells of the corresponding CG while SR is pending (FFS if “all” can be further restricted)
In this contribution we discuss the FFS if “all” can be further restricted.
2 Discussion
According to current specification, SR can be triggered for one of the following:
· Consistent LBT failure 
· SCell BFR

· BFR for BFD-RS set of Serving Cell

· BSR
In case of SR triggered by BSR, if the BSR is triggered by a LCH for which a list (allowedServingCells) of one or more allowed cell(s) for transmission is configured, the SR can be cancelled only if UL grant is received for one or more allowed cell(s) in allowedServingCells and available data is transmitted in the received UL grant(s).

The UL grant for a serving cell X can be received in one of the two following ways:

· Cross carrier scheduling: A serving cell X is scheduled by serving cell Y: PDCCH for DL/UL TB on serving cell X is received on serving cell Y. 
· Self-Scheduling: A serving cell X is scheduled by serving cell X: PDCCH for DL/UL TB on serving cell X is received on serving cell X
So UE need to monitor PDCCH in serving cells which schedules the serving cells listed in allowedServingCells of LCH which triggered the BSR.
Proposal 1: While the SR triggered for BSR is pending, UE cancels/ignores PDCCH skipping on all serving cells of the corresponding CG which schedules the serving cells included in list allowedServingCells (if configured) of LCH which triggered the BSR.
Proposal 2: While the SR triggered for reasons other than BSR (i.e. Consistent LBT failure, SCell BFR, BFR for BFD-RS set of Serving Cell) is pending, UE cancels/ignores PDCCH skipping on all serving cells of the corresponding CG.
3 Conclusion

Based on the above, RAN2 is requested to discuss and agree on the following proposals:
Proposal 1: While the SR triggered for BSR is pending, UE cancels/ignores PDCCH skipping on all serving cells of the corresponding CG which schedules the serving cells included in list allowedServingCells (if configured) of LCH which triggered the BSR.

Proposal 2: While the SR triggered for reasons other than BSR (i.e. Consistent LBT failure, SCell BFR, BFR for BFD-RS set of Serving Cell) is pending, UE cancels/ignores PDCCH skipping on all serving cells of the corresponding CG.
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