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	Reason for change:
	1. [O066] The definition of this SL-ResourcePoolConfigPS-r17 is the same as SL-ResourcePoolConfig-r16, there is no need to define a new IE.
2. [O067] The definition of this SL-TxPoolDedicatedPS-r17 is not needed either, since it is the same as SL-TxPoolDedicated-r16, there is no need to define a new IE.

	
	

	Summary of change:
	1. [O066] The definition of this SL-ResourcePoolConfigPS-r17 is the same as SL-ResourcePoolConfig-r16, remove it and reuse the SL-ResourcePoolConfig-r16.
2. [O067] Remove SL-TxPoolDedicatedPS-r17 and reuse SL-TxPoolDedicated-r16
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[bookmark: _Toc100930461][bookmark: _Toc60777428][bookmark: _Toc83740384][bookmark: _Hlk100137617]–	SL-BWP-PoolConfigCommonPS
The IE SL-BWP-PoolConfigCommonPS is used to configure the cell-specific NR sidelink communication resource pool for power saving.
SL-BWP-PoolConfigCommonPS information element
-- ASN1START
-- TAG-SL-BWP-POOLCONFIGCOMMONPS-START

SL-BWP-PoolConfigCommonPS-r17 ::= SEQUENCE {
    sl-RxPoolPS-r17                   SEQUENCE (SIZE (1..maxNrofRXPool-r16)) OF SL-ResourcePool-r16             OPTIONAL,    -- Need R
    sl-TxPoolSelectedNormalPS-r17     SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolConfigPS-r17     r16       OPTIONAL,    -- Need R
     ...
}

SL-ResourcePoolConfigPS-r17 ::=   SEQUENCE {
    sl-ResourcePoolPS-ID-r17          SL-ResourcePoolID-r16,
    sl-ResourcePoolPS-r17             SL-ResourcePool-r16                                                       OPTIONAL,    -- Need M
    ...
}

-- TAG-SL-BWP-POOLCONFIGCOMMONPS-STOP
-- ASN1STOP

	SL-BWP-PoolConfigCommonPS field descriptions

	sl-ResourcePoolPS
Indicates the resource pool for power saving.

	sl-ResourcePoolPS-ID
Indicates the ID to identify the resource pool for power saving.

	sl-RxPoolPS
Indicates the receiving resource pool on the configured BWP for power saving. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolSelectedNormalPS
Indicates the resources by which the UE is allowed to transmit NR sidelink communication by UE autonomous resource selection on the configured BWP for power saving. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.



[bookmark: _Toc100930462]–	SL-BWP-PoolConfigPS
The IE SL-BWP-PoolConfigPS is used to configure the UE-specific NR sidelink communication resource pool for power saving.
SL-BWP-PoolConfigPS information element
-- ASN1START
-- TAG-SL-BWP-POOLCONFIGPS-START

SL-BWP-PoolConfigPS-r17 ::=     SEQUENCE {
    sl-RxPoolPS-r17                 SEQUENCE (SIZE (1..maxNrofRXPool-r16)) OF SL-ResourcePool-r16              OPTIONAL,    -- Cond HO
    sl-TxPoolSelectedNormalPS-r17   SL-TxPoolDedicatedPS-r17                                                   r16                                                     OPTIONAL,    -- Need M
    ...
}

SL-TxPoolDedicatedPS-r17 ::=    SEQUENCE {
    sl-PoolToReleasePS-List-r17     SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolID-r16            OPTIONAL,    -- Need N
    sl-PoolToAddModPS-List-r17      SEQUENCE (SIZE (1..maxNrofTXPool-r16)) OF SL-ResourcePoolConfigPS-r17      OPTIONAL     -- Need N
}

-- TAG-SL-BWP-POOLCONFIGPS-STOP
-- ASN1STOP

	SL-BWP-PoolConfigPS field descriptions

	sl-PoolToAddModPS-List
Indicates the list of resource pool for power saving to be added or modified.

	sl-PoolToReleasePS-List
Indicates the list of the resource pool for power saving to be released.

	sl-RxPoolPS
Indicates the receiving resource pool on the configured BWP for power saving. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.

	sl-TxPoolSelectedNormalPS
Indicates the resources by which the UE is allowed to transmit NR sidelink communication by UE autonomous resource selection on the configured BWP for power saving. For the PSFCH related configuration, if configured, will be used for PSFCH transmission/reception.



	Conditional Presence
	Explanation

	HO
	This field is optionally present, need M, in an RRCReconfiguration message including reconfigurationWithSync; otherwise it is absent, Need M.
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