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1	Introduction
In this document, we will discuss on the R17 positioning enhancement within the stage 2 specification. We also give the corresponding draft CRs in [1], and the draft LS in [2].
2	Discussion
[bookmark: OLE_LINK7][bookmark: OLE_LINK8][bookmark: _GoBack]The positioning stage 2 specification should capture both the LPP and the NRPPa aspects. However in the current TS38.305, only the R17 LPP related positioning enhancement is included, and the R17 NRPPa related positioning enhancement is lacked, i.e., the TEG information (UE Tx TEG for UL-TDOA, the TRP Tx/Rx TEG on DL-TDOA/multi-RTT and UL-TDOA) exchanged between NG-RAN and LMF, the beam antenna information for DL-AoD, etc.
Observation 1: The R17 NRPPa related positioning enhancement is not correctly captured in the positioning stage 2 specification currently. 
As we know, there is not any draft TP on the TS38.305 or related discussion on how to complete the TS38.305 in RAN3. Thus, we think it is more efficiency for RAN2 to discuss how to capture the NRPPa related positioning enhancement in the TS38.305 directly, and then send LS to RAN3 to ask them to confirm whether the NRPPa related positioning enhancement is correctly captured by RAN2. And we have proposed such draft CR in [1], as well as the draft LS in [2]. 
Proposal 1: By taking the draft CR in [1] as baseline, RAN2 to further discuss how to capture the NRPPa related positioning enhancement in the TS38.305.
Proposal 2: RAN2 to agree to send an LS [2] along with the draft CR on TS38.305 [1] to RAN3, so as to ask them to confirm whether the R17 positioning related positioning enhancement is correctly captured. 

3	Conclusion
In the previous sections, we made the following observations and proposals:
Observation 1: The R17 NRPPa related positioning enhancement is not correctly captured in the positioning stage 2 specification currently. 

Proposal 1: By taking the draft CR in [1] as baseline, RAN2 to further discuss how to capture the NRPPa related positioning enhancement in the TS38.305.
Proposal 2: RAN2 to agree to send an LS [2] along with the draft CR on TS38.305 [1] to RAN3, so as to ask them to confirm whether the R17 positioning related positioning enhancement is correctly captured. 
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