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1. Overall Description:

RAN2 would like to thank RAN4 for the LS on RRM relaxation. Based on further RAN4 progress, RAN2 discussed the coexistence of Rel-16 and Rel-17 RRM relaxation, and achieved the following conclusions: [To be updated based on online conclusion]
	Regarding the relaxation method:
1. It is up to UE implementation to select either Rel-16 or Rel-17 relaxation operation when multiple criteria of Rel-16 and Rel-17 are satisfied.
Regarding the coexistence cases of Rel-17 and Rel-17 RRM relaxation:
1. Simultaneous configuration of R16 not-at-cell-edge criterion and R17 stationary criterion is a valid configuration from the network’s PoV, where the network supports RRM relaxation for both R16 and R17 UEs in idle/inactive mode.

2. From signalling PoV, any R16 RRM relaxation criterion and any R17 RRM relaxation criterion for idle/inactive mode can be configured in a same cell at a same time, as independent criteria (i.e., without requiring a UE to fulfil both the R16 and the R17 criteria in order to relax its RRM measurements).

3. If combined with a not-at-cell-edge criterion, the R17 stationary criterion can only be combined with the R17 not-at-cell-edge criterion, not with the R16 one.
4. RAN2 also kindly request RAN4 to consider supporting cases #8 and #9.


2. Actions:

To RAN WG4:
RAN2 kindly request RAN4 to take the above information into account during the following work, and provide feedback, if any.
3. Date of Next RAN2 Meetings:
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