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	Reason for change:
	For RedCap UEs, NCD-SSB may be configured in the separate BWP. If configured, the ssb-Index configured in the RadioLinkMonitoringRS refers implicitly to the NCD-SSB.
While the current specification excludes such case: RLM is based on SSB associated to the initial DL BWP, and can only be configured for the initial DL BWP and for DL BWPs containing the SSB associated to the initial DL BWP. For other DL BWPs, RLM can only be performed based on CSI-RS.

	
	

	Summary of change:
	In clause 9.2.7, clarify that NCD-SSB could be also used for RLM for RedCap UEs, if configured. 

	
	

	Consequences if not approved:
	RLM can only be performed based on CSI-RS when separate BWP with NCD-SSB but not containing the SSB associated to the initial BWP is configured. 
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In RRC_CONNECTED, the UE performs Radio Link Monitoring (RLM) in the active BWP based on reference signals (SSB/CSI-RS) and signal quality thresholds configured by the network. SSB-based RLM is based on the SSB associated to the initial DL BWP and can only be configured for the initial DL BWP and for DL BWPs containing the SSB associated to the initial DL BWP. Besides, SSB-based RLM can be also performed based on the non-cell defining SSB, if configured for RedCap UEs. For other DL BWPs, RLM can only be performed based on CSI-RS. In case of DAPS handover, the UE continues the detection of radio link failure at the source cell until the successful completion of the random access procedure to the target cell.
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