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	Reason for change:
	In RAN2#116bis-e meeting the following was agreed in the context of the pause functionality in NR QoE:

The minimal memory size of QoE paused measurements report is 64KB

However, the above requirement has not been captured yet in stage 2 and stage 3. 


	
	

	Summary of change:
	The requirement of minimum memory size of 64KB for QoE paused measurement reports has been specified as conditionally mandatory feature without UE radio access capability parameters.


	
	

	Consequences if not approved:
	The requirement of minimum memory size of 64KB for QoE paused measurement reports remains unspecified.
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	Features
	Condition

	Acquisition of SI messages with explicit SI window positions
	It is mandatory to support acquisition of SI messages with explicit SI window positions for UEs which support the SIB types in schedulingInfoList2 as specified in TS 38.331 [9].

	AS layer memory size for QoE paused measurement reports
	It is mandatory to support the minimum AS layer memory size of 64KB for QoE paused measurements reports for UEs which support qoe-Streaming-MeasReport-r17, qoe-MTSI-MeasReport-r17 or qoe-VR-MeasReport-r17.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call over PLMN for UEs which are IMS voice capable in NR.

It is mandatory to support IMS emergency call over SNPN for UEs that are SNPN capable and IMS voice capable over SNPNs.

	Logged MDT measurement suspension due to IDC interference
	It is mandatory to support Logged MDT measurement suspension due to IDC interference for UEs which are supporting logged measurements in RRC_IDLE and RRC_INACTIVE upon request from the network and in-device coexistence indication as specified in TS 38.331 [9].

	MAC subheaders with one-octet eLCID field
	It is mandatory to support MAC subheaders with one-octet eLCID field for UEs/IAB-MTs supporting MAC CEs using extended LCID values as specified in TS 38.321 [8].

	Skipping UL configured grant if no data to transmit.
	Either configuredUL-GrantType1 or configuredUL-GrantType2 is supported.
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