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First Modified Subclause
[bookmark: _Toc60776835][bookmark: _Toc100929651]5.3.5.13d	Application layer measurement configuration
The UE shall:
1>	if measConfigAppLayerToAddReleaseList is included in appLayerMeasConfig within RRCReconfiguration or RRCResume:
2>	for each measConfigAppLayerId value included in the measConfigAppLayerToReleaseList:
3>	forward the measConfigAppLayerId and inform upper layers about the release of the application layer measurement configuration including any RAN visible configuration;
3>	discard any received application layer measurement report received from upper layers;
3>	consider itself not to be configured to send application layer measurement report for the measConfigAppLayerId.
1>	if measConfigAppLayerToAddModList is included in appLayerMeasConfig within RRCReconfiguration or RRCResume:
2>	for each measConfigAppLayerId value included in the measConfigAppLayerToAddModList:
3>	if measConfigAppLayerContainer is included for the corresponding MeasConfigAppLayer configuration:
4>	forward the measConfigAppLayerContainer, the measConfigAppLayerId and the serviceType to upper layers considering the serviceType;
3>	consider itself to be configured to send application layer measurement report for the measConfigAppLayerId in accordance with 5.7.16;
3>	forward the transmissionOfSessionStartStop, if received, to upper layers;
3>	if ran-VisibleParameters is set to setup and the parameters have been received;
4>	forward the measConfigAppLayerId, the ran-VisiblePeriodicity, the numberOfBufferLevelEntries and the reportInitialPlayOutDelay to upper layers considering the serviceType;
3>	else if ran-VisibleParameters is set to release:
4>	forward the measConfigAppLayerId and inform upper layers about the release of the RAN visible application layer measurement configuration;
3>	if pauseReporting is set to true:
4>	if at least one segment, but not all segments, of a segmented MeasurementReportAppLayer message containing an application layer measurement report associated with the measConfigAppLayerId has been submitted to lower layers for transmission:
5>	submit the remaining segments of the MeasurementReportAppLayer message to lower layers for transmission;
4>	suspend submitting application layer measurement report containers to lower layers for the application layer measurement configuration associated with the measConfigAppLayerId;
4>	store any previously or subsequently received application layer measurement report containers associated with the measConfigAppLayerId for which no segment, or full message, has been submitted to lower layers for transmission;
3>	else if pauseReporting is set to false and if transmission of application layer measurement report containers has previously been suspended for the application layer measurement configuration associated with the measConfigAppLayerId:
4>	initiate the application layer measurement reporting associated with the measConfigAppLayerId according to 5.7.16.2; submit stored application layer measurement report containers to lower layers for the application layer measurements configuration associated with the measConfigAppLayerId;
4>	resume submitting application layer measurement report containers to lower layers for the application layer measurement configuration associated with the measConfigAppLayerId;
NOTE 1:	The UE may discard reports when the memory reserved for storing application layer measurement reports becomes full.
NOTE 2:	The transmission of RAN visible reports is not paused when pauseReporting is set to true.
[bookmark: _Hlk101702468]
Next Modified Change
[bookmark: _Toc46480779][bookmark: _Toc46483247][bookmark: _Toc37082152][bookmark: _Toc46482013][bookmark: _Toc29343487][bookmark: _Toc67997053][bookmark: _Toc36939172][bookmark: _Toc29342348][bookmark: _Toc20487056][bookmark: _Toc36846519][bookmark: _Toc36566739][bookmark: _Toc36810155]5.7.16	Application layer measurement reporting
[bookmark: _Toc20487057][bookmark: _Toc36810156][bookmark: _Toc37082153][bookmark: _Toc36939173][bookmark: _Toc29342349][bookmark: _Toc36846520][bookmark: _Toc46482014][bookmark: _Toc67997054][bookmark: _Toc29343488][bookmark: _Toc36566740][bookmark: _Toc46480780][bookmark: _Toc46483248]5.7.16.1	General


Figure 5.7.16.1-1: Application layer measurement reporting
[bookmark: _Hlk73096151]The purpose of this procedure is to send application layer measurement reports to the network.
[bookmark: _Toc20487058][bookmark: _Toc29342350][bookmark: _Toc29343489][bookmark: _Toc36939174][bookmark: _Toc37082154][bookmark: _Toc46480781][bookmark: _Toc46482015][bookmark: _Toc36566741][bookmark: _Toc36810157][bookmark: _Toc36846521][bookmark: _Toc46483249][bookmark: _Toc67997055]5.7.16.2	Initiation
A UE capable of application layer measurement reporting in RRC_CONNECTED may initiate the procedure when configured with application layer measurement, i.e. when appLayerMeasConfig and SRB4 have been configured by the network.
Upon initiating the procedure, the UE shall:
1>	for each measConfigAppLayerId:
2>	if the reporting procedure is the result of application layer measurement reporting resume (pauseReporting has been set to false according to 5.3.5.13d): 
3>	set the measReportAppLayerContainer in the MeasurementReportAppLayer message to the stored value of the application layer measurement report;
2>	if the UE AS has received, but not sent, application layer measurement report from upper layers; and
2>	if the application layer measurement reporting has not been suspended for the measConfigAppLayerId associated with the application layer measurement report according to clause 5.3.5.13d:
3>	set the measReportAppLayerContainer in the MeasurementReportAppLayer message to the received value of the application layer measurement report;
2>	set the measConfigAppLayerId in the MeasurementReportAppLayer message to the value of the measConfigAppLayerId received together with application layer measurement report information;
2>	if session start or stop information has been received from upper layers for the measConfigAppLayerId:
3>	set the appLayerSessionStatus to the received value of the application layer measurement information; 
2>	if RAN visible application layer measurement report has been received from upper layers: 
3>	for each appLayerBufferLevel value in the received RAN visible application layer measurement report:
4>	set the appLayerBufferLevel values in the appLayerBufferLevelLIst to the buffer level values received from the upper layer in the order with the first appLayerBufferLevel value set to the newest received buffer level value, the second appLayerBufferLevel value set to the second newest received buffer level value, and so on until all the buffer level values received from the upper layer have been assigned or the configured maximum number of appLayerBufferLevel values have been set, if any;
3>	set the initialPlayoutDelay to the received value in the RAN visible application layer measurement report, if any;
3>	for each PDU session ID value indicated in the received RAN visible application layer measurement report, if any:
4>	set the PDU-SessionID field in the pdu-SessionIdList to the indicated PDU session ID value;
2>	if the RRC message segmentation is enabled based on the field rrc-SegAllowed received in appLayerMeasConfig, and the encoded RRC message is larger than the maximum supported size of a PDCP SDU specified in TS 38.323 [5]:
3>	initiate the UL message segment transfer procedure as specified in clause 5.7.7;
2>	else:
3>	submit the MeasurementReportAppLayer message to lower layers for transmission upon which the procedure ends.

End of Changes
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