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	Reason for change:
	In TS 38.331 v17.0.0, the following change has been made:

For ul-DelayValueConfig, it is per the node hosting PDCP entity (instead of per CG).

However, it is still using per CG description in Rel-16 spec.


	
	

	Summary of change:
	For ul-DelayValueConfig, change the granularity from “per CG” to “per the node hosting PDCP entity” in order to be aligned with Rel-17 spec.

Impact analysis
Impacted 5G architecture options:
SA, NR-DC

Impacted functionality:
Delay value reporting for L2M

Inter-operability:
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	The wording per CG for delay value configuration has some misalignments between R16 and R17 specifications.
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[bookmark: _Toc90650739][bookmark: _Toc60776867]5.5.2	Measurement configuration
[bookmark: _Toc90650740][bookmark: _Toc60776868]5.5.2.1	General
The network applies the procedure as follows:
-	to ensure that, whenever the UE has a measConfig associated with a CG, it includes a measObject for the SpCell and for each NR SCell of the CG to be measured;
-	to configure at most one measurement identity across all CGs using a reporting configuration with the reportType set to reportCGI;
-	to configure at most one measurement identity per the node hosting PDCP entity CG using a reporting configuration with the ul-DelayValueConfig;
-	to ensure that, in the measConfig associated with a CG:
-	for all SSB based measurements there is at most one measurement object with the same ssbFrequency;
-	an smtc1 included in any measurement object with the same ssbFrequency has the same value and that an smtc2 included in any measurement object with the same ssbFrequency has the same value and that an smtc3list included in any measurement object with the same ssbFrequency has the same value;
-	to ensure that all measurement objects configured in this specification and in TS 36.331 [10] with the same ssbFrequency have the same ssbSubcarrierSpacing;
-	to ensure that, if a measurement object associated with the MCG has the same ssbFrequency as a measurement object associated with the SCG:


