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	Reason for change:
	In RAN2#117-e meeting, the early measurement report in logged MDT feature is finally agreed to be supported in R17 in CB discussion. But the UE capability of EMR is not introduced since the discussion of UE capability is early than the decision of introduce EMR.
[bookmark: _GoBack]The EMR related UE capability has been discussed in [Offline-877][SON_MDT] SONMDT related UE Capabilities (CATT, Intel), and the summary and proposal are:
	Summary of issue 2-2:
According to the feedback provided, 9 companies agree to introduce an optional UE capability with signalling for Early Measurement Logging in Logged MDT since the MDT/SON principle is that UE does not perform additional measurements for a SON/MDT feature; 1 company thought optional support without capability signalling is enough since the network may have no use to know whether the UE has the capability; 1 company thought it depends on how EMR is logged in logged MDT. To follow the majority view, rapporteur made the proposal as below:
Proposal 10 (9 out of 11): Introduce an optional UE capability with signalling for Early Measurement Logging in Logged MDT.



Therefore, the EMR related UE capability is proposed to be added in R17 specification of TS38.331 and TS38.306.


	
	

	Summary of change:
	Add an optional UE capability with signalling for Early Measurement Logging in Logged MDT.

	
	

	Consequences if not approved:
	The supported EMR feature has no capability.
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[bookmark: _Toc60777428][bookmark: _Toc90651301]6.3.3	UE capability information elements
[bookmark: _Toc100930417]–	UE-BasedPerfMeas-Parameters
The IE UE-BasedPerfMeas-Parameters contains UE-based performance measurement parameters.
UE-BasedPerfMeas-Parameters information element
-- ASN1START
-- TAG-UE-BASEDPERFMEAS-PARAMETERS-START

UE-BasedPerfMeas-Parameters-r16 ::= SEQUENCE {
    barometerMeasReport-r16      ENUMERATED {supported}        OPTIONAL,
    immMeasBT-r16                ENUMERATED {supported}        OPTIONAL,
    immMeasWLAN-r16              ENUMERATED {supported}        OPTIONAL,
    loggedMeasBT-r16             ENUMERATED {supported}        OPTIONAL,
    loggedMeasurements-r16       ENUMERATED {supported}        OPTIONAL,
    loggedMeasWLAN-r16           ENUMERATED {supported}        OPTIONAL,
    orientationMeasReport-r16    ENUMERATED {supported}        OPTIONAL,
    speedMeasReport-r16          ENUMERATED {supported}        OPTIONAL,
    gnss-Location-r16            ENUMERATED {supported}        OPTIONAL,
    ulPDCP-Delay-r16             ENUMERATED {supported}        OPTIONAL,
    ...,
    [[
    sigBasedLogMDT-OverrideProtect-r17 ENUMERATED {supported}  OPTIONAL,
    multipleCEF-Report-r17             ENUMERATED {supported}  OPTIONAL,
    excessPacketDelay-r17              ENUMERATED {supported}  OPTIONAL,
    earlyMeasLog-r17         	       ENUMERATED {supported}  OPTIONAL
    ]]
}

-- TAG-UE-BASEDPERFMEAS-PARAMETERS-STOP
-- ASN1STOP
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