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	Reason for change:
	First, currently, the UE procedure for periodic reporting of TX TEG is not reflected in the section 5.7.14.

Next, the following condition “1>	if ue-TxTEG-RequestUL-TDOA-Config in SRS-Config IE is configured to request the association between UL SRS Resource for positioning and Tx TEG:” is duplicated with the condition that “upon the initiation of the procedure”. The initiation of the procedure has already been defined as “A UE capable of providing the association between UL SRS Resource for positioning and UE Tx TEG ID in RRC_CONNECTED may initiate the procedure upon being configured to provide this association information.”

Next, for how to set the contention of the message UEPositioningAssistanceInfo, the current description is not clear enough. The UE should send the Tx TEG association when the request is received for oneshot reporting or for the first reporting for periodic reporting; The UE should send the Tx TEG associations since the last reporting for the periodic reporting for the case when this is not the first instance of the reporting.

	
	

	Summary of change:
	1/ Remove the condition “if ue-TxTEG-RequestUL-TDOA-Config in SRS-Config IE is configured to request the association between UL SRS Resource for positioning and Tx TEG”

2/ Send the message when RRC configuration for UE assitance information is received for the Tx TEG reporting. If the reporting is configured as periodic reporting, start the timer when the RRC message UEPositioningAssistanceInformation is transmitted.  When the timer expires, the UE sends the message UEPositioningAsssitanceInformation

3/ The UE should send the Tx TEG association when the request is received for oneshot or the first reporting for periodic reporting; The UE should send the Tx TEG associations since the last reporting for the periodic reporting that is not the first instance of the reporting.

	
	

	Consequences if not approved:
	UE procedure for periodic reporting of TX TEG would not properly reflected in the section 5.7.14.

Impact analysis
Impacted 5G architecture options:
SA, NE-DC, NR-DC
Impacted functionality:
UE positioning assistance information
Inter-operability:
 If the UE is implemented according to the CR while the network is not, the network may not expect the UE’s periodic reporting
If the network is implemented according to the CR while the UE is not, the network may expect the UE to report periorically but the UE does not.
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5.7.14	UE Positioning Assistance Information
5.7.14.1	General


Figure 5.7.X.1-1: UE Positioning Assistance Information procedure
The UE Positioning Assistance Information procedure is used by UE to report the UE Positioning Assistance Information. The UE reports the association between UL-SRS resources for positioning and the UE Tx TEG ID. 
5.7.14.2	Initiation
A UE capable of providing the association between UL SRS Resource for positioning and UE Tx TEG ID in RRC_CONNECTED may initiate the procedure upon being configured to provide this association information.
Upon initiation of the procedure, the UE shall:
1>	if ue-TxTEG-RequestUL-TDOA-Config in SRS-Config IE is configured to request the association between UL SRS Resource for positioning and Tx TEG:
12>	initiate transmission of the UEPositioningAssistanceInfo message in accordance with 5.7.14.3 to provide the association.
1>	if the UE is configured with periodicReporting within the field ue-TxTEG-RequestUL-TDOA-Config:
2>	start the periodical reporting timer with the value of periodicReporting as defined within the field ue-TxTEG-RequestUL-TDOA-Config
The UE shall:
1>	upon expiry of the periodical reporting timer:
2>	initiate the reporting procedure for UE Tx TEG assocaition, as specified in 5.7.14.3.
2>	re-start the periodical reporting timer with the value of periodicReporting as defined within the field ue-TxTEG-RequestUL-TDOA-Config.

5.7.14.3	Actions related to transmission of UEPositioningAssistanceInfo message
The UE shall set the contents of the UEPositioningAssistanceInfo message as follows:
1>	if transmission of the UEPositioningAssistanceInfo message is initiated to provide the association between UL SRS Resource for positioning and Tx TEG according to 5.X.2.2;oneShot is configured within the field ue-TxTEG-RequestUL-TDOA-Config; or
1>	if periodicReporting is configured within the field ue-TxTEG-RequestUL-TDOA-Config and this is the first transmission of UEPositioningInfo message after initiation:
2>	include in ue-TxTEG-AssociationList in the UEPositioningAssistanceInfo message the association between UL-SRS resources for positioning and the UE Tx TEG at the time when the configuration is received;
1>	if periodicReporting is configured within the field ue-TxTEG-RequestUL-TDOA-Config and this is not the first transmission of UEPositioningInfo message after initiation:
2>	include in the ue-TxTEG-AssocaitionList in the UEPositioningAssistanceInfo the associations between the UL-SRS resources for positioning and the UE Tx TEG since the last transmission of the UEPositioningAssistanceInfo.
==================================END OF CHANGES==================================
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