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	Reason for change:
	The MAC behavior of the UE during MUSIM gaps should be different from when it is outside MUSIM gaps. However, this is not clear in the spec, and some clarification is needed.


	
	

	Summary of change:
	During MUSIM gap, UE performs the same behavior as during measurement gap on all serving cells since only per-UE MUSIM gap is supported.

Impacted functionality
MUSIM gap

Inter-operability
1.	If the UE is implemented according to the CR and the network is not, the nework A may expect continuous data/signal transmission and reception during the MUSIM gap, which leads to data loss.
2. if the network is implemented according to the CR and the UE is not, the UE may continues data/signal transmission and reception with nework A, which results in servive delay at network B.


	
	

	Consequences if not approved:
	Specification remains unclear regarding what the MAC behavior is during a MUSIM gap.
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[bookmark: _Toc46490345][bookmark: _Toc52752040][bookmark: _Toc52796502][bookmark: _Toc90287213][bookmark: _GoBack]5.14	Handling of measurement gaps and MUSIM gaps
During an activated measurement gap, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5], or during a MUSIM gap, on all the Serving Cells, the MAC entity shall:
1>	not perform the transmission of HARQ feedback, SR, and CSI;
1>	not report SRS;
1>	not transmit on UL-SCH except for Msg3 or the MSGA payload as specified in clause 5.4.2.2;
1>	if the ra-ResponseWindow or the ra-ContentionResolutionTimer or the msgB-ResponseWindow is running:
2>	monitor the PDCCH as specified in clauses 5.1.4 and 5.1.5.
1>	else:
2>	not monitor the PDCCH;
2>	not receive on DL-SCH.
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