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1. [bookmark: _Ref165266342]Introduction
The WI NR SON and MDT enhancemnts was closed after the last RAN2 meeting, and RAN2 CRs [2] were approved at RAN#95-e meeting.
During ASN1 review, some RILs were raised, and this paper is to discuss [S704].
2. Discussion
The details of [S704] are showed as below:
	RIL No.
	S704

	Delegate
	Samsung (Sangbum)

	WI
	SONMDT

	Class
	1

	Status
	ToDo

	TDoc
	TBD

	Proposed Conclusion
	[Description]: deleting the conditions of “while T304 was running” in this clause, so that timeConnSourceDAPS-Failure can be set both for “after fallback” and “before fallback” cases.
[Proposed Change]: deleting the conditions of “while T304 was running” in this clause
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According to the current signalling mode for successive failure in DAPS HO, the UE will store the failure information into the VarRLF-report, and it is only for HOF and RLF in target cell.
For the case mentioned in [S704], the UE detects HOF in target cell and stores the handover failure information into the VarRLF-report. If the RLF in source occurred before the HOF in target cell, the UE can set the related fields upon storing handover failure information in the VarRLF-report. However, if there is no RLF in source until the HOF in target cell, it is impossible for the UE to set the corresponding field in the VarRLF-report at the moment to store the handover failure information of the target cell.
Based on current signalling mode, if the UE has stored handover failure information of the target cell in the VarRLF-report and detects RLF in source, the UE will not store any information of the RLF in source. This can avoid the potential overwriting problem of the previous handover failure information in target cell.
[bookmark: _Toc60776825][bookmark: _Toc90650697][bookmark: _Toc60776784][bookmark: _Toc90650656]In general, we think that the conditions of “while T304 was running” is useful for clarifying the above case.
[bookmark: _GoBack]Observation: The conditions “while T304 was running” is to clarify the case “before fallback” other than to limit the case.
Proposal 1: Keep the current text regarindg “while T304 was running”.
3. [bookmark: _Hlk46936119]Conclusions
In this paper, we discuss one RIL [S704], and we have the following observation and proposal:
Observation: The conditions “while T304 was running” is to clarify the case “before fallback” other than to limit the case. 
Proposal 1: Keep the current text regarindg “while T304 was running”.
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[>-if-any DAPS ‘bearerwas configured fwhile T304 was funning{HW211]:;[s212}
B>-setlastHO-Type to-daps:[Nokia213}-

3>-ifradio link failure was-detected in the source PCell, -according to-subclause-5.3.10.3:4>-set
timeConnSourceDAPS-Failureto the time between the-initiation of the DAPS handover execution
and the radio link failure-detected in the source PCell while T304 was running;«

4>-set the 7If-Cause-to the trigger for detecting the source radio link failure in-accordance with clause
5.3.10.4;[5214]

Plc2151> set the nrFailedPCellld in failedPCellld to the-global cell identity-and tracking -area-code, if

available, and-otherwise to-the physical cell identity and carrier frequency of the target PCell of the failed
handover;.

2>include nrPreviousCell in:previous PCellld'andset it to the global cell identity and tracking area-code of the
PCell-where the last RRCReconfiguration message including reconfiguration ithSync was received:.
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[S212][RIL]: S704 [Delegate]: Samsung (Sangbum)-[WI]: SONMDT [Class]:-1 [Status]: ToDo-[TDoc]: TBD
[Proposed-Conclusion]:- »

[Description]: deleting the conditions of “while T304 -was running”in this clause, so that timeConnSource DAPS-
Failure-can be-set -both-for“after fallback™-and “before fallback™ cases..

[Proposed-Change]: deleting the-conditions of “while T304 was running™in this clause.
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