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	Reason for change:
	For CPAC addition, the NW always configures either triggerCondition or triggerConditionSN (not both) for a condReconfigurationId. But for CPAC modification, the NW shall be allowed to include none of the fields triggerCondition and triggerConditionSN (i.e. when the execution condition is not changed). However, according to the current field description, the NW should always configures either one of fields in any cases.
[bookmark: _GoBack]Besides, CondReconfigExecCondSN should be changed to CondReconfigExecCondSCG as specified in TS 38.331.

	
	

	Summary of change:
	1. Change the Need Code for triggerCondition and triggerConditionSN to “Cond condReconfigurationAdd1” and “Cond condReconfigurationAdd2”, respectively. 
2. Remove the sentence that “For each condReconfigurationId, the network always configures either triggerCondition or triggerConditionSN (not both).” from the field description of triggerCondition and triggerConditionSN.
3. Add the condition explanation for Cond condReconfigurationAdd1 and Cond condReconfigurationAdd2.
4. Update CondReconfigExecCondSN to CondReconfigExecCondSCG.

Impact analysis
Impacted 5G architecture options:
LTE, EN-DC

Impacted functionality:
CHO, CPC, CPA

Inter-operability:
If the network implements the CR and the UE does not, there is no inter-operability issue.
If the UE implements the CR and the network does not, the NW must configures either triggerCondition or triggerConditionSN (not both) for a condReconfigurationId even in case of CPAC modification, which may cause unnecessary signalling overhead.

	
	

	Consequences if not approved:
	The NW must configures either triggerCondition or triggerConditionSN (not both) for a condReconfigurationId even in case of CPAC modification, which may cause unnecessary signalling overhead.

	
	

	Clauses affected:
	6.3.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






START OF CHANGE
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–	CondReconfigurationToAddModList
The IE CondReconfigurationToAddModList concerns a list of conditional reconfigurations (i.e. conditional handover, conditional PSCell addition or inter-SN conditional PSCell change) to add or modify, for each entry the measId (associated to the triggering condition configuration) and the associated RRCConnectionReconfiguration.
CondReconfigurationToAddModList information element
-- ASN1START

CondReconfigurationToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxCondConfig-r16)) OF CondReconfigurationAddMod-r16

CondReconfigurationAddMod-r16 ::= SEQUENCE {
	condReconfigurationId-r16			CondReconfigurationId-r16,
	triggerCondition-r16				SEQUENCE (SIZE (1..2)) OF MeasId
													OPTIONAL,  -- Cond CondReconfigurationAdd1Need ON
	condReconfigurationToApply-r16	OCTET STRING (CONTAINING RRCConnectionReconfiguration)
													OPTIONAL,-- Cond CondReconfigurationAdd
	...,
	[[
	triggerConditionSN-r17			OCTET STRING	OPTIONAL -- Cond CondReconfigurationAdd2Need ON
	]]
}

-- ASN1STOP

	CondReconfigurationToAddMod field descriptions

	condReconfigurationToApply
The RRCConnectionReconfiguration message to be applied when the condition(s) are fulfilled. The RRCConnectionReconfiguration in condReconfigurationToApply cannot contain a target node SCG configuration for CHO. For CPAC, the RRCConnectionReconfiguration message contained in condReconfigurationToApply cannot contain the field scg-State.

	triggerCondition
The condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration for CHO, CPA or MN initiated inter-SN CPC. When configuring two triggering events (MeasIds) for a candidate cell, the network ensures that both refer to the same measObject. For each condReconfigurationId, the network always configures either triggerCondition or triggerConditionSN (not both).

	triggerConditionSN
Includes the NR CondReconfigExecCondSNCG as specified in TS 38.331 [82]. For each condReconfigurationId, the network always configures either triggerCondition or triggerConditionSN (not both). The field is applied to the case of SN initiated inter-SN CPC.



	Conditional presence
	Explanation

	CondReconfigurationAdd
	The field is mandatory present if a condReconfigurationId is being added. Otherwise it is optional, need ON.

	CondReconfigurationAdd1
	The field is mandatory present if a condReconfigurationId is being added and the triggerConditionSN is absent. For each condReconfigurationId, the field is absent when the triggerConditionSN is configured. Otherwise it is optional, need ON.

	CondReconfigurationAdd2
	The field is mandatory present if a condReconfigurationId is being added and the triggerCondition is absent. For each condReconfigurationId, the field is absent when the triggerCondition is configured. Otherwise it is optional, need ON.
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