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[bookmark: _Ref488331639]Introduction
[bookmark: _Ref178064866]During April ASN1. Adhoc, a discussion was taken on the support of sidelink DRX configuration report for relay communication based on the reference document [1] and [2]. See the minutes as below: 

SL relay – SL DRX etc
R2-2204308	[H675] Correction on relay link DRX configuration	Huawei, HiSilicon	CR	Rel-17	38.331	17.0.0	2971	-	F	NR_SL_enh-Core, NR_SL_relay-Core
R2-2204331	[H675,Z676]CR on sidelink UE information for eSL and SL relay	ZTE Corporation, Sanechips	draftCR	Rel-17	38.331	17.0.0	NR_SL_enh-Core
2 noted

DISCUSSION
· OPPO think that SL DRX can be supported and prefer HW kind of solution. 
· Apple think HW paper doesn’t distinguish between L2 and L3, and for L3 relay there is no change needed. Not sure we need any change. 
· HW think this is not related to L2 L3 relay (intentionally). 
· QC think this is a WI specific issue. Ericsson agrees. Vivo agrees and think the proposals should be regared as enhancements. 
· Xiaomi agrees it is a WI specific issue. 
· MTK think this is more of a relay issue, can discuss further.
· Samsung think eSL session will handle this issue.
Chair: Issue can be discussed in eSL session R2 118-e (eSL session can make decisions related to Relay signalling if needed)

This paper is to propose a way forward for the issue.

Way forward
After reviewing both draft CR implementations from reference documents [1] [2], we think that both draft CRs are feasible. We see the key difference between the two approaches is whether to put SL DRX configuration report for relay communication into the list of relay reporting, or the list of non-relay reporting. 

Observation 1: There is no essential difference between the two draft CRs, where 4308 put SL DRX configuration report for relay communication into the list of relay reporting, while 4331 put SL DRX configuration report for relay communication into the list of non-relay reporting.

We think that it would be better to organize the relaying related information within the same list. 
In addition, the corresponding description on SL DRX reporting can be actually described in a general bullet set as proposed by reference document [2] to cover both normal SL communication case and SL relaying case. Then we think that it would be better to organize the SL DRX reporting related procedure together to make it general.   

Based on the above-mentioned principle, a merged CR in R2-2206047 [3] is provided based on part of the implementation of reference draft CR [1] [2].  

Proposal 1: Take the merged draft CR R2-2206047 to implement SL DRX configuration report for Sidelink Relay purpose.
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