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1. Introduction 
In this contribution, we elaborate our considerations on aspects like conditional handover for service continuity between Uu and relay paths which are not addressed in the RAN2#117e online meeting.
2. Discussion

2.1 L2 UE relay open issues on service continuity 
Conditional handover (CHO), which was introduced in Rel-16, is the handover that is executed by UE when execution conditions are fulfilled. CHO candidate cells and their corresponding execution conditions are pre-configured by network. We think CHO is also applicable for switching from direct to indirect path as well as switching from indirect to direct path.
It was agreed in RAN2#115e meeting that CHO-like path switch procedure for Remote UE can be studied after the baseline design is finalized. According to the good progress on service continuity in last meeting, we think that we can discuss CHO for path switch. Rel-16 CHO should be the baseline and some more details are included as follows.  
The network can send the configuration including

(1) Candidate relays including relay UE ID, PC5 RLC configurations, E2E radio bearers, adaptation layer configurations etc. For the switching from indirect to direct path, the candidate cell is the serving cell of the remote UE.
(2) Execution condition including any PC5 and/or Uu measurements that have been agreed to trigger a switching from direct to indirect path as well as switching from indirect to direct path.
In the running CR, we have newly defined measurement events X1,X2,Y1,Y2 for link switch between indirect and direct link. But these are not added as the conditional handover execution trigger, therefore conditional handover can’t be supported in Rel-17 sidelink relay. Therefore we propose that:
Proposal 1: RAN2 to agree that Conditional handover is supported for switching from direct to indirect path as well as switching from indirect to direct path. Rel-16 CHO procedure is the baseline and events X1, X2, Y1, Y2 as the CHO conditions.
Proposal 2: If RAN2 can’t address the CHO issue in Rel-17 NR sidelink relay due to time limit, CHO should be discussed in Rel-18 NR sidelink relay.
3. Conclusion
We propose RAN2 to consider the proposals as follows.
Proposal 1: RAN2 to agree that Conditional handover is supported for switching from direct to indirect path as well as switching from indirect to direct path. Rel-16 CHO procedure is the baseline and events X1, X2, Y1, Y2 as the CHO conditions.
Proposal 2: If RAN2 can’t address the CHO issue in Rel-17 NR sidelink relay due to time limit, CHO should be discussed in Rel-18 NR sidelink relay.
