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	Reason for change:
	For CHO, the target cell to be evaluated is within the MobilityControlInfo, instead of the ServingCellConfigCommon which is defined in NR specification. 

	
	

	Summary of change:
	5.3.5.9.4 Conditional reconfiguration evaluation
- For CHO case, the target cell is included within MobilityControlInfo. Thus, change the ServingCellConfigCommon to MobilityControlInfo.

Impact analysis
Impacted 5G architecture options:
SA

Impacted functionality:
CHO

Inter-operability: 
If the UE implemente the CR and the NW does not, there is no interoperability issue. 

In the NW implement the CR and the UE does not, there is interoperability issue as the UE cannot decide the correct taget cell to be evaluated, and the conditional handover may be failed.

	
	

	Consequences if not approved:
	If the CR is not approved, UE cannot decide the correct taget cell to be evaluated, and the conditional handover may be failed.
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If AS security has been activated successfully, the UE shall:
1>	if VarConditionalReconfiguration includes at least one condReconfigurationId:
2>	perform conditional reconfiguration evaluation;
1>	for each condReconfigurationId within the VarConditionalReconfiguration:
2>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon MobilityControlInfo within condReconfigurationToApply to be an applicable cell;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the triggerCondition associated to condReconfigurationId:
3>	if the entry condition(s) applicable for this event associated with the condReconfigurationId, i.e. the event corresponding with the condEventId of the corresponding condReconfigurationTriggerEUTRA within VarConditionalReconfiguration, is fulfilled for the applicable cell for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfiguration:
4>	consider the entry condition for the associated measId within triggerCondition as fulfilled;
3>	if the measId for this event associated with the condReconfigurationId has been modified; or
3> if the leaving condition(s) applicable for this event associated with the condReconfigurationId, i.e. the event corresponding with the condEventId(s) of the corresponding condReconfigurationTriggerEUTRA within VarConditionalReconfiguration, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfiguration:
4>	consider the event associated to that measId to be not fulfilled;
2>	if trigger conditions for all associated measId(s) within triggerCondition are fulfilled:
3>	consider the target cell candidate within the stored condReconfigurationToApply, associated to that condReconfigurationId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.9.5;
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