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	Reason for change:
	- In description of PDCP duplication with survivalTimeStateSupport, the existing text may mislead that a subset of associated RLC entities is activated by CS-RNTI with NDI=1. Also, it’s not true that all cases of CS-RNTI with NDI=1 trigger the PDCP duplication.

	
	

	Summary of change:
	- In 5.10, it is clarified that PDCP duplication for all associated RLC entities is activated by receiving an uplink grant addressed to CS-RNTI with NDI=1 for a logical channel associated with the DRB configured with survivalTimeStateSupport.

	
	

	Consequences if not approved:
	MAC procedures introducted for IIOT remain unclear.
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[bookmark: _Toc29239854][bookmark: _Toc37296214][bookmark: _Toc46490341][bookmark: _Toc52752036][bookmark: _Toc52796498][bookmark: _Toc100872012]5.10	Activation/Deactivation of PDCP duplication
If one or more DRBs are configured with PDCP duplication, the network may activate and deactivate the PDCP duplication for all or a subset of associated RLC entities for the configured DRB(s).
The PDCP duplication for the configured DRB(s) is activated and deactivated by:
-	receiving the Duplication Activation/Deactivation MAC CE described in clause 6.1.3.11;
-	receiving the Duplication RLC Activation/Deactivation MAC CE described in clause 6.1.3.32;
-	indication by RRC.;
-	receiving an uplink grant addressed to CS-RNTI with NDI=1 described in 5.4.1 (for activation only).
The PDCP duplication for all or a subset of associated RLC entities for the configured DRB(s) is activated and deactivated by:
-	receiving the Duplication RLC Activation/Deactivation MAC CE described in clause 6.1.3.32;
-	indication by RRC.;
-	receiving an uplink grant addressed to CS-RNTI with NDI=1 described in 5.4.1 (for activation only).
[bookmark: _Hlk101775690]The PDCP duplication for all associated RLC entities for the configured DRB(s) is activated by:
-	receiving an uplink grant addressed to CS-RNTI with NDI=1 for a logical channel associated with the DRB configured with survivalTimeStateSupport, described in clause 5.4.1.
The MAC entity shall for each DRB configured with PDCP duplication:
1>	if a Duplication Activation/Deactivation MAC CE is received activating the PDCP duplication of the DRB:
2>	indicate the activation of PDCP duplication of the DRB to upper layers.
1>	if a Duplication Activation/Deactivation MAC CE is received deactivating the PDCP duplication of the DRB:
2>	indicate the deactivation of PDCP duplication of the DRB to upper layers.
1>	if a Duplication RLC Activation/Deactivation MAC CE is received activating PDCP duplication for associated RLC entities of a DRB configured with PDCP duplication:
2>	indicate the activation of PDCP duplication for the indicated secondary RLC entity(ies) of the DRB to upper layers.
1>	if a Duplication RLC Activation/Deactivation MAC CE is received deactivating PDCP duplication for associated RLC entities of a DRB configured with PDCP duplication:
2>	indicate the deactivation of PDCP duplication for the indicated secondary RLC entity(ies) of the DRB to upper layers.
1>	if activation of a PDCP duplication for all configured RLC entities is triggered for the DRB as specified in clause 5.4.1:
2>	indicate the activation of PDCP duplication for all configured RLC entities of the DRB to upper layers.
