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	Reason for change:
	In 5.7, for the CSI and SRS reporting in multicast DRX, the UE behavior in multicast DRX is embedded in unicast DRX. However, some modifications need to be added for spec readability and the impact of CSI masking(csi-Mask) on CSI reporting.

For Spec Readability, the report of CSI and SRS shall be described in DRX Group and multicast DRX separately. Multicast DRX pattern is configured on a per G-RNTI basis instead of per DRX group. The CSI and SRS reporting may be different in multicast DRX of Serving Cells in a DRX Group.

For the impact of CSI masking(csi-Mask) on CSI reporting, CSI on PUCCH shall be reported when drx-onDurationTimerPTM is running. In the latest MAC spec, CSI masking (csi-Mask), if configured, will restrict CSI on PUCCH not to be reported during multicast DRX Active Time too. Periodic CSI report on PUCCH does not require dynamic triggering, while other CSI reports need to be triggered by DCI or activation command per UE.  Since multicast DRX is configured per G-RNTI rather than per UE, CSI masking (csi-Mask) may result in no CSI reporting during multicast DRX Active Time. To ensure the accuracy of PTM scheduling and consider power saving, the same as unicast, UE is still allowed to report CSI on PUCCH when drx-onDurationTimerPTM is running.
More details please check R2-2205628.
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Change 3: In 5.7b, for the CSI masking(csi-Mask), CSI on PUCCH shall be reported when drx-onDurationTimerPTM is running.
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------------------------------------------------------------CHANGE START------------------------------------------------------------

5.7
Discontinuous Reception (DRX)
1>
else:

2>
in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and

2>
if allowCSI-SRS-Tx-MulticastDRX-Active is not configured or, in current symbol n, if all multicast DRX would not be in Active Time considering multicast assignments and DRX Command MAC CE for MBS multicast received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in Clause 5.7b:
3>
not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;

3>
not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.

2>
if CSI masking (csi-Mask) is setup by upper layers:

3>
in current symbol n, if drx-onDurationTimer of a DRX group would not be running considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and

4>
not report CSI on PUCCH in this DRX group.
5.7b
Discontinuous Reception (DRX) for MBS Multicast 

NOTE X: A PDCCH indicating activation of multicast SPS is considered to indicate a new transmission.

The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).

When multicast DRX is configured for a G-RNTI or G-CS-RNTI, the MAC entity shall:

1>
if allowCSI-SRS-Tx-MulticastDRX-Active is not configured or, in current symbol n, if this multicast DRX 
would not be in Active Time considering multicast assignments and DRX Command MAC CE for MBS 
multicast received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as 

specified in this clause:

2>
not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this multicast DRX;

2>
not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this multicast DRX.

1>
if CSI masking (csi-Mask) is setup by upper layers:

2>
in current symbol n, if drx-onDurationTimerPTM of this multicast DRX would not be running 



considering multicast assignments and DRX Command MAC CE for MBS multicast received until 4 ms 


prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>
not report CSI on PUCCH in this multicast DRX.
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