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1. Overall Description:
In RAN2#118-e meeting, RAN2 discussed some RRC parameters provided by RAN1 for IUC Scheme 1 configuration and have the following questions:
Q1:	For the parameters sl-PriorityPreferredResourceSet, sl-NumSubCH-PreferredResourceSet and sl-ReservedPeriodPreferredResourceSet (corresponding to prio_TX, L_subCH and P_rsvp_TX respectively), which are used to determine preferred resource set for condition-triggered IUC in Scheme 1, is it appropriate to only provide a single value in NW configuration in SIB, dedicated RRC or in pre-configuration?
Q2:	For the parameter sl-TriggerConditionRequest which is used to determine how to trigger IUC explicit request, does UE-B “has data to be transmitted to UE-A” mean UE-B is to piggyback the IUC Request with SL data transmission?
Q3:	For the parameter sl-Condition1-A-2 which is used to disable the usage of condition 1-A-2 in IUC Scheme 1, how will UE-A evaluate the condition “when it is intended receiver of UE-B” and how to capture this in 3GPP language? 

2. Actions:
To RAN1: RAN2 respectfully requests RAN1 provide answers to the above questions.
3. Dates of Next TSG-RAN WG2 Meetings:
TSG RAN WG2 Meeting #119	22 August – 26 August 2022	Toulouse, FR
TSG RAN WG2 Meeting #120bis	October 10 – October 19 2022	E-meeting

