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1	Introduction
This contribution discusses open remaining issue on how to handle musim-GapConfig in RRC_INACTIVE
2	Discussion
At RAN2#117-e meeting, it was agreed to store musim-GapConfig when entering RRC_INACTIVE state. 
UE capabilities and other aspects
10:  UE stores musim-GapAssistanceConfig, musim-LeaveAssistanceConfig and musim-GapConfig when entering RRC_INACTIVE state. Upon initiation of RRC connection resume, the UE releases musim-GapAssistanceConfig and musim-LeaveAssistanceConfig from the UE Inactive AS context.

But it is worth noting that there is no agreement on how to handle stored musim-GapConfig from the UE Inactive AS context during RRC connection resume. Thus, it ends up with no procedure text update in [1]. 
Observation 1: There is no agreement on how to handle musim-GapConfig from the UE Inactive AS context, if stored during RRC connection resume, which results in no procedure text update in TS 38.331 v17.0.0.
It has been specified from Rel-15 that which RRC configuration needs to be released or restored during RRC connection resume. In [1], there is no procedure text to release musim-GapConfig from the UE Inactive AS context, if stored in 5.3.13.2. As a result, the UE will restore musim-GapConfig from the stored UE Inactive AS context, if stored while executing 5.3.13.3.
[bookmark: _Toc60776834][bookmark: _Toc100929650]5.3.13.3	Actions related to transmission of RRCResumeRequest or RRCResumeRequest1 message
<Only relevant procedure texts are copied below>
1>	restore the RRC configuration, RoHC state, the stored QoS flow to DRB mapping rules and the KgNB and KRRCint keys from the stored UE Inactive AS context except for the following:
-	masterCellGroup;
-	mrdc-SecondaryCellGroup, if stored; and
-	pdcp-Config;
Observation 2: According to the procedure text in TS 38.331 v17.0.0, the UE restores the musim-GapConfig from the stored UE Inactive AS context, if stored while performing the actions as specified in 5.3.13.3. 
We think that the UE should not restore the musim-GapConfig from the stored UE Inactive AS context, if stored during RRC connection resume. Otherwise, the UE may apply it unintentionally. To fix it, there are two options to be considered: 
· Option 1: Upon initiation of RRC connection resume, the UE releases musim-GapConfig from the UE Inactive AS context, if stored.
· Option 2: UE does not restore musim-GapConfig from the stored UE Inactive AS context while performing the actions as specified in 5.3.13.3. 
Proposal: RAN2 to down-select the following two options for handling musim-GapConfig from the UE Inactive AS context, if stored during RRC connection resume
· Option 1: Upon initiation of RRC connection resume, the UE releases musim-GapConfig from the UE Inactive AS context, if stored
· Option 2: UE does not restore musim-GapConfig from the stored UE Inactive AS context while performing the actions as specified in 5.3.13.3. 
Note that corresponding CRs on options 1 and 2 are provided in [2] and [3].  
3	Conclusion
In section 2, the following observations are made: 
Observation 1: There is no agreement on how to handle musim-GapConfig from the UE Inactive AS context, if stored during RRC connection resume, which results in no procedure text update in TS 38.331 v17.0.0.
Observation 2: According to the procedure text in TS 38.331 v17.0.0, the UE restores the musim-GapConfig from the stored UE Inactive AS context, if stored while performing the actions as specified in 5.3.13.3. 
[bookmark: _GoBack]Based on the above, RAN2 is requested to discuss and agree on the following proposal.
Proposal: RAN2 to down-select the following two options for handling musim-GapConfig from the UE Inactive AS context, if stored during RRC connection resume
· Option 1: Upon initiation of RRC connection resume, the UE releases musim-GapConfig from the UE Inactive AS context, if stored
· Option 2: UE does not restore musim-GapConfig from the stored UE Inactive AS context while performing the actions as specified in 5.3.13.3. 
Note that corresponding CRs on options 1 and 2 are provided in [2] and [3].
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