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	Reason for change:
	The CE RACH only BWP case is not captured in the current MAC specification, ie., UE cannot select any RA resource set for performing RA procedure. RAN2#117-e agreed the following:
1. If RAN1 confirms the feasibility of dedicated BWP configured with only CE RACH resources, in this case, the RSRP threshold for requesting Msg3 repetition will not be configured, so RedCap UEs can only trigger CE RACH in this BWP, no need to perform CE vs non-CE selection.

This was confirmed by RAN1 LS in R1-2202829.

	
	

	Summary of change:
	Add an option that the MSG3 repetition is applicable to the RA procedure in case the BWP selected for the Random Access procedure is only configured with a set of Random Access resources configured for MSG3 repetition indication.
 
Impact analysis
Impacted functionality: Random Access procedure.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE don’t have any RACH resource to perform RA procedure in case NW configures CE RACH only in the BWP.
2. If the UE is implemented according to the CR and the network is not, no inter-operability issue.

	
	

	Consequences if not approved:
	UE cannot necessarily perform RA procedure on a BWP with only CE RACH.
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First Modified Subclause
[bookmark: _Toc100871967][bookmark: _Toc83661025]5.1.1b	Selection of the set of Random Access resources applicable to the Random Access procedure
The MAC entity shall:
1>	if configured for MSG3 repetition; and
1>	if the RSRP of the downlink pathloss reference is less than rsrp-ThresholdMsg3 or the BWP selected for the Random Access procedure is only configured with a set of Random Access resources configured for MSG3 repetition indication:
2>	assume MSG3 repetition is applicable for the current Random Access procedure.
1>	else:
2>	assume MSG3 repetition is not applicable for the current Random Access procedure.
NOTE:	On a given BWP, the network configures the same value for rsrp-ThresholdMsg3. So, the UE can obtain this parameter from any Random Access configuration within the BWP selected for the Random Access procedure.
1>	if contention-free Random Access Resources have not been provided for this Random Access procedure and one or more of the features including REDCAP and/or a specific slice group(s) and/or SDT and/or MSG3 repetition is applicable for this Random Access procedure:
Editor's Note: FFS if some clarification is needed on how feature applicability is known (e.g. from RRC etc)
2>	if none of the sets of Random Access resources are available for the current Random Access procedure (as specified in clause 5.1.1c):
3>	select the set of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for this Random Access procedure.
2>	else if there are one or more set(s) of Random Access resources available (as specified in clause 5.1.1c) and one of these set(s) of Random Access resources can be used for indicating all features triggering this Random Access procedure:
3>	select the available set of Random Access resources for this Random Access procedure.
2>	else (i.e. there are one or more sets of Random Access resources available that are configured with indication(s) for a subset of all features triggering the RACH procedure):
3>	select a set of Random Access resources from the available set of Random Access resources based on the priority order indicated in the system information as specified in clause 5.1.1d for this Random Access Procedure.
1>	else (i.e. CFRA or none of the REDCAP and/or a specific slice group and/or SDT and or MSG3 repetition is applicable):
2>	select the set of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for the current Random Access procedure.
Editor's Note: FFS if some special handling is needed for the case of fallback from CFRA to CBRA for REDCAP UE
End of Changes

