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	Reason for change:
	[U456] Conditions for triggering the RemoteUEInformationSidelink message are not clearly specified for the case of IDLE/INACTIVE.  [U473] Also, if the remote UE transitions from RRC_CONNECTED to RRC_IDLE/RRC_INACTIVE, it may not send the SI request to reconfigure the SIs that the relay UE should monitor for updates.

	
	

	Summary of change:
	The message should be sent when transitioning to IDLE/INACTIVE, or when any of the information to be sent has changed.  This is to trigger the relay UE to start monitoring paging/SI (following the situation where the remote UE is in RRC_CONNECTED and the relay does not monitor paging/forward SI).
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	When the remote UE in IDLE/INACTIVE sends the message to the relay UE is not clearly specified.  The relay UE may not send updated SI to the remote UE when it should.
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First Modified Subclause 
5.8.9.8.2	Actions related to transmission of RemoteUEInformationSidelink message
When entering RRC_IDLE or RRC_INACTIVE, or upon change in any of the information in the RemoteUEInformationSidelink while in RRC_IDLE or RRC_INACTIVE, Tthe L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE shall:
1>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) in accordance with clause 5.2.2.1:
12>	include sl-Requested-SI-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	set sl-PagingInfo-RemoteUE as follows:
2>	if the L2 U2N Remote UE is in RRC_IDLE:
3>	include ng-5G-S-TMSI in the sl-PagingIdentity-RemoteUE;
3>	set UE specific DRX cycle to the value of UE specific Uu DRX cycle configured by upper layer in the sl-PagingCycle-RemoteUE;
2>	else if the L2 U2N Remote UE is in RRC_INACTIVE: 
3>	include ng-5G-S-TMSI and fullI-RNTI in the sl-PagingIdentity-RemoteUE;
3>	set UE specific DRX cycle to the minimum value of UE specific Uu DRX cycles (configured by upper layer and configured by RAN) in the sl-PagingCycle-RemoteUE;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission; 
When entering RRC_CONNECTED, if L2 U2N remote UE had sendt sl-Requested-SI-List and sl-PagingInfo-RemoteUE, the L2 U2N Remote UE shall:
1>	set the sl-Requested-SI-List to the value release;
1>	set the sl-PagingInfo-RemoteUE to the value release;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;


