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[bookmark: _Ref488331639]Introduction
[bookmark: _Ref178064866]This is to discuss the following RIL

[RIL]: O090 [Delegate]: OPPO (Qianxi)  [WI]:SLrelay [Class]:1 [Status]: ToDo [TDoc]: None [Proposed Conclusion]: v43 
[Description]: R2 did not have agreement on it, we do not see the need of “cell change” here, since even in legacy, the result of cell (re)selection does not necessarily lead to a cell-change, so that it is not needed for relay reselection either
[Proposed Change]: remove the cell change restriction in the condition here and in the procedural text.
[Comments]:
Discussion
As shown below, current cell-change is required as a part of T390 stop condition
	T390
	When access attempt is barred at access barring check for an Access Category. The UE maintains one instance of this timer per Access Category.
	Upon cell (re)selection, upon cell change due to relay (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.


The question is whether it is necessary.
If we check the legacy behavior of T390
[bookmark: _Toc60776750][bookmark: _Toc90650622]5.3.3.6	Cell re-selection or cell selection while T390, T300 or T302 is running (UE in RRC_IDLE)
The UE shall:
1>	if cell reselection occurs while T300 or T302 is running:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC connection failure';
1>	else if cell selection or reselection occurs while T390 is running:
2>	stop T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4.
And
5.3.7.3	Actions following cell selection while T311 is running 
Upon selecting a suitable NR cell, the UE shall:
1>	ensure having valid and up to date essential system information as specified in clause 5.2.2.2;
1>	stop timer T311;
1>	if T390 is running:
2>	stop timer T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4;
And
5.3.13.6	Cell re-selection or cell selection or L2 U2N relay (re)selection while T390, T319, T319a or T302 is running (UE in RRC_INACTIVE)
The UE shall:
1>	if cell reselection occurs while T319 or T302 or T319a is running; or
1>	if relay reselection occurs while T319 is running; or
1>	if cell changes due to relay reselection while T302 is running:
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with release cause 'RRC Resume failure';
1>	else if cell selection or reselection occurs while T390 is running, or cell change due to relay selection or reselection occurs while T390 is running:
2>	stop T390 for all access categories;
2>	perform the actions as specified in 5.3.14.4.
It can be seen that T390 may be stopped by cell selection, which does not necessarily cause a cell change.
And such cell-selection may occur in the following cases: e.g., upon RRCRelease with suspendConfig
1>	if the RRCRelease includes suspendConfig: […]
2>	enter RRC_INACTIVE and perform cell selection as specified in TS 38.304 [20];
Upon RRC re-establishment
5.3.7.2	Initiation
Upon initiation of the procedure, the UE shall:
1>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20].
Upon entering into RRC_IDLE
5.3.8.3	Reception of the RRCRelease by the UE
1>	if the AS security is not activated: […]
2>	perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
5.3.11	UE actions upon going to RRC_IDLE
1>	except if going to RRC_IDLE was triggered by inter-RAT cell reselection while the UE is in RRC_INACTIVE or RRC_IDLE or when selecting an inter-RAT cell while T311 was running or when selecting an E-UTRA cell for EPS fallback for IMS voice as specified in 5.4.3.5:
2>	enter RRC_IDLE and perform cell selection as specified in TS 38.304 [20];
I.e., when it comes to relay, the scenario where no cell-change happens can be that
1) Firstly, the UE camps on relay-UE 1, and upon the triggering of 1) entering into RRC_INACTIVE, 2) entering into RRC_IDLE, and 3) RRC re-establishment
2) Secondly, the UE camps on relay-UE2 which is of the same cell
Observation 1 [bookmark: _Toc101971170]In legacy/non-relay scenario, the UE may experience cell selection without cell change, which would stop T390.
Observation 2 [bookmark: _Toc101971171]In relay scenario, the UE may still experience relay reselection without cell change.
Proposal 1 [bookmark: _Toc101971137]Revise the newly added T390 stop condition “upon cell change due to relay (re)selection” to “upon relay (re)selection”.
	T390
	When access attempt is barred at access barring check for an Access Category. The UE maintains one instance of this timer per Access Category.
	Upon cell (re)selection, upon cell change due to relay (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.



Conclusion
We have the following observations:
Observation 1	In legacy/non-relay scenario, the UE may experience cell selection without cell change, which would stop T390.
Observation 2	In relay scenario, the UE may still experience relay reselection without cell change.

We have the following proposals:
Proposal 1	Revise the newly added T390 stop condition “upon cell change due to relay (re)selection” to “upon relay (re)selection”.
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