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	Reason for change:
	In the current specification, the IAB-MT releases the BAP entity if the bap-Config is set to release. However, for the topology redundancy case in R17, there could be two configured bap-Config from MN and SN. But, there is only one BAP entity. When only MN/SN releases its bap-Config, the BAP entity should not be released. Furthermore, if the only/last configured bap-Config is released, the BAP entity should be released


	
	

	Summary of change:
	Add the condition “and this is only configured bap-Config” for IAB-MT to release the BAP entity, in clause 5.3.5.12.
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	Consequences if not approved:
	In IAB’s topology redundancy cases, the BAP entity is released incorrectly even if only the bap-Config from SN is released, which also causes the bap-Config from MN to fail to execute normally.
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Start of Change
5.3.5.12	BAP configuration
The IAB-MT shall:
1>	if the bap-Config is set to setup:
2>	if no BAP entity is established:
3>	establish a BAP entity as specified in TS 38.340 [47];
2>	if bap-address is included:
3>	configure the BAP entity to use the bap-Address as this node's BAP address;
2>	if defaultUL-BAP-RoutingID is included:
3>	configure the BAP entity to apply the default UL BAP routing ID according to the configuration;
2>	if defaultUL-BH-RLC-Channel is included
3>	configure the BAP entity to apply the default UL BH RLC channel according to the configuration;
2>	if flowControlFeedbackType is included:
3>	configure the BAP entity to apply the flow control feedback according to the configuration;
1>	if the bap-Config is set to release, and this is the only configured bap-Config:
2>	release the BAP entity as specified in TS 38.340 [47].
End of Change
