Page 1



3GPP TSG-RAN2 Meeting #118-e
R2-2206126
Online, May 9 – 20, 2022
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.331
	CR
	
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Miscellaneous corrections to RRC specifications for RACH partitioning (RIL: H538, H900, H901, H902)

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_redcap-Core, NR_SmallData_INACTIVE-Core, NR_cov_enh-Core, 
NR_Slice -Core
	
	Date:
	2022-4-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16) 
Rel-17
(Release 17)
Rel-18
(Release 18)

	
	

	Reason for change:
	· Issue 1 (H902)
In the legacy specifications, the parameter rsrp-ThresholdSSB-SUL was only configured by the network in a single RACH-ConfigCommon IE in initial BWP and its value applied to all BWPs. At the moment, there can be multiple RACH-ConfigCommon IEs configured in initial BWP, with one in rach-ConfigCommon and others in additionalRACH-ConfigCommon and all of these RACH partitions can be configured for SUL operation. However, if each RACH-ConfigCommon IE includes a parameter rsrp-ThresholdSSB-SUL as legacy, there would be multiple rsrp-ThresholdSSB-SUL with the same value, leading to high signalling overhead and configuration complexity. An improved method is to restrict that the parameter rsrp-ThresholdSSB-SUL is only configured in rach-ConfigCommon, but its value still applies to all BWPs as in previous versions of specifications, as well as to all RACH configurations on a BWP. In this way, the network only needs to configure one rsrp-ThresholdSSB-SUL and UE can directly check the RACH-ConfigCommon IE in rach-ConfigCommon to get this parameter. In consequence, also the following note in TS 38.321 can be removed:
NOTE: The network configures the same value for rsrp-ThresholdSSB-SUL in all BWPs. So, the UE can obtain this parameter from any Random Access configuration.
· Issue 2 (H900)
It is agreed in CE WI that CE is only supported for 4-step RACH. Hence, it is necessary to add a condition for covEnh in FeatureCombination IE that this field is optional present if FeatureCombination is included in FeatureCombinationPreambles in RACH-ConfigCommon, and it is absent if FeatureCombination is included in FeatureCombinationPreambles in MsgA-ConfigCommon.
· Issue 3 (H538, H901)
RAN2 #116bis-e meeting
1) CE will also be considered as part of the feature combination for each RACH partition. The eligibility criteria for CE will be determined before the RACH partition selection is performed.
RAN2 #117-e meeting

5.
The CE/non-CE selection threshold can then be configured per BWP (as agreed in the CE session)
According to the above agreements, checking the applicability of Msg3 repetition is done before RACH partition selection and the threshold rsrp-ThresholdMsg3 should be configured per BWP. Hence, the parameter should be moved to BWP-UplinkCommon IE.
In addition, RAN2 CE WI sent a LS to RAN1 for checking whether it is feasible to only configure RACH resources for MSG3 repetition in a dedicated UL BWP. The reply from RAN1 in R1-2202829 is as follows:

RAN1 agrees to support using separate RO for request of Msg3 repetition. From RAN1’s perspective, configuring PRACH resources only for RACH with Msg3 repetition in a dedicated UL BWP can be feasible from configuration point of view. However, it may change the condition of requesting Msg3 repetition, e.g., in case of a dedicated UL BWP with only CE PRACH resources UE may request Msg3 repetition without checking the measured RSRP, which leads to a different procedure for request of Msg3 repetition. RAN1 hasn’t identified other RAN1 impacts till now. Meanwhile, subject to further RAN2 discussion on RACH partitioning, RAN1 may or may not identify RAN1 impacts when combining with other features related to RACH partitioning.
In this reply, it is confirmed that in a dedicated UL BWP with only RACH resources for Msg3 repetition, UE does not use the parameter rsrp-ThresholdMsg3. Hence, we need to add a condition for rsrp-ThresholdMsg3 that this field is only present when there are both RACH resources for Msg 3 repetition and resources for no-Msg 3 repetition on the selected BWP. Besides, the field description of rsrp-ThresholdMsg3 is missing.

	
	

	Summary of change:
	1. Clarify in rsrp-ThresholdSSB-SUL field description that its value applies to all RACH configurations and change the condition for configuring the parameter in the following way:
SUL
The field is mandatory present in rach-ConfigCommon in initialUplinkBWP if supplementaryUplink is configured in ServingCellConfigCommonSIB or if supplementaryUplinkConfig is configured in ServingCellConfigCommon; otherwise, the field is absent. This field is not configured in additionalRACH-ConfigCommon.
2. Add the condition for covEnh in FeatureCombination IE.
3. Remove the parameter rsrp-ThresholdMsg3 from FeatureCombinationPreambles IE and move it to BWP-UplinkCommon IE.
4. Add the field description of rsrp-ThresholdMsg3 and clarify its configuration condition.

	
	

	Consequences if not approved:
	1. Configuring multiple rsrp-ThresholdSSB-SUL with the same value would causes additional signalling overhead and configuration complexity.
2. The condition for covEnh are not clarified and may cause configuration error.
3. The UE cannot obtain the parameter rsrp-ThresholdMsg3 when determining the applicability of Msg3 repetition since the RACH partition is not selected at that moment.
4. It is not clear what the parameter rsrp-ThresholdMsg3 is used for if its field description is missing. 
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START OF CHANGES

6.3.2
Radio resource control information elements
**Unchanged parts are omitted**

–
BWP-UplinkCommon
The IE BWP-UplinkCommon is used to configure the common parameters of an uplink BWP. They are "cell specific" and the network ensures the necessary alignment with corresponding parameters of other UEs. The common parameters of the initial bandwidth part of the PCell are also provided via system information. For all other serving cells, the network provides the common parameters via dedicated signalling.

BWP-UplinkCommon information element

-- ASN1START

-- TAG-BWP-UPLINKCOMMON-START

BWP-UplinkCommon ::=                SEQUENCE {

    genericParameters                   BWP,

    rach-ConfigCommon                   SetupRelease { RACH-ConfigCommon }                                      OPTIONAL,   -- Need M

    pusch-ConfigCommon                  SetupRelease { PUSCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    pucch-ConfigCommon                  SetupRelease { PUCCH-ConfigCommon }                                     OPTIONAL,   -- Need M

    ...,

    [[

    rach-ConfigCommonIAB-r16            SetupRelease { RACH-ConfigCommon }                                      OPTIONAL,   -- Need M

    useInterlacePUCCH-PUSCH-r16         ENUMERATED {enabled}                                                    OPTIONAL,   -- Need R

    msgA-ConfigCommon-r16               SetupRelease { MsgA-ConfigCommon-r16 }                                  OPTIONAL    -- Cond SpCellOnly2

    ]],

    [[

    enableRA-PrioritizationForSlicing-r17        BOOLEAN                                              OPTIONAL,  -- Cond RAPrioSliceAI

    additionalRACH-ConfigCommon-r17     SEQUENCE (SIZE(0..maxAdditionalRACH-r17)) OF AdditionalRACH-ConfigCommon-r17 OPTIONAL, -- Cond SpCellOnly3

rsrp-ThresholdMsg3-r17



RSRP-Range


OPTIONAL, -- Cond Msg3RepAndNoRep
    ]]

}

-- TAG-BWP-UPLINKCOMMON-STOP

-- ASN1STOP

	BWP-UplinkCommon field descriptions

	additionalRACH-ConfigCommon

List of feature or feature combination-specific RACH configurations, i.e. the RACH configurations configured in addition to the one configured by rach-ConfigCommon and by msgA-ConfigCommon.

Editor's note: Naming of this can be discussed further, e.g. to make it clear that this field can configure msgA-ConfigCommons also.

	enableRA-PrioritizationForSlicing
Indicates whether or not the random access prioritization for slicing should override the ra-PrioritizationForAccessIdentity. If value TRUE is configured, the UE should only apply the random access prioritization for slicing. If value FALSE is configured, the UE should only apply ra-PrioritizationForAccessIdentity.

	msgA-ConfigCommon
Configuration of the cell specific PRACH and PUSCH resource parameters for transmission of MsgA in 2-step random access type procedure. The NW can configure msgA-ConfigCommon only for UL BWPs if the linked DL BWPs (same bwp-Id as UL-BWP) are the initial DL BWPs or DL BWPs containing the SSB associated to the initial BL BWP

	pucch-ConfigCommon
Cell specific parameters for the PUCCH of this BWP. 

	pusch-ConfigCommon
Cell specific parameters for the PUSCH of this BWP.

	rach-ConfigCommon
Configuration of cell specific random access parameters which the UE uses for contention based and contention free random access as well as for contention based beam failure recovery in this BWP. The NW configures SSB-based RA (and hence RACH-ConfigCommon) only for UL BWPs if the linked DL BWPs (same bwp-Id as UL-BWP) are the initial DL BWPs or DL BWPs containing the SSB associated to the initial DL BWP. The network configures rach-ConfigCommon, whenever it configures contention free random access (for reconfiguration with sync or for beam failure recovery). 

	rach-ConfigCommonIAB
Configuration of cell specific random access parameters for the IAB-MT. The IAB specific IAB RACH configuration is used by IAB-MT, if configured.

	rsrp-ThresholdMsg3

Indicates whether MSG3 repetition is applicable for the RA procedure (see TS 38.321 [3], clause 5.1.1b). 

	useInterlacePUCCH-PUSCH
If the field is present, the UE uses uplink frequency domain resource allocation Type 2 for cell-specific PUSCH, e.g., PUSCH scheduled by RAR UL grant (see 38.213 clause 8.3 and 38.214 clause 6.1.2.2) and uses interlaced PUCCH Format 0 and 1 for cell-specific PUCCH (see TS 38.213 [13], clause 9.2.1).


	Conditional Presence
	Explanation

	Msg3RepAndNoRep
	The field is mandatory if both set(s) of Random Access resources with MSG3 repetition indication and set(s) of Random Access resources without MSG3 repetition indication are configured in the BWP. It is absent otherwise.

	RAPrioSliceAI
	The field is optionally present, Need M, if both parameters ra-PrioritizationForAccessIdentity and the random access prioritization for slicing are included, and the field is sent in system information. It is absent otherwise.

	SpCellOnly2
	The field is optionally present, Need M, in the BWP-UplinkCommon of an SpCell. It is absent otherwise.

	SpCellOnly3
	The field is optionally present, Need M, in the BWP-UplinkCommon of an SpCell. It is absent otherwise.


NEXT CHANGE
–
FeatureCombination
The IE FeatureCombination indicates a combination of features to be associated with a RA partition (i.e. an instance of FeatureCombinationPreambles).

FeatureCombination information element

-- ASN1START

-- TAG-FEATURECOMBINATION-START

FeatureCombination-r17 ::=
SEQUENCE {


redCap







ENUMERATED {true} 








OPTIONAL,
-- Need R


smallData






ENUMERATED {true} 








OPTIONAL, 
-- Need R


sliceGroup






SliceGroupList-r17  







OPTIONAL,
-- Need R


covEnh







ENUMERATED {true} 








OPTIONAL, 
-- Cond RACHConfigCommon

laterThanRel17Features              ENUMERATED {true} 








OPTIONAL, 
-- Need R 


...

}

SliceGroupList-r17 ::=





SEQUENCE (SIZE (1..999)) OF SliceGroupID-r17

SliceGroupID-r17 ::=





BIT STRING (SIZE(8))

-- Editor’s Note: Up to WI Slicing to conclude on the content and use of SliceGroupList and/or SliceGroupID

-- TAG-FEATURECOMBINATION-STOP

-- ASN1STOP

	 FeatureCombinationIndication field descriptions

	redCap
If present, this field indicates that RedCap is part of this feature combination.

	smallData
If present, this field indicates that Small Data is part of this feature combination.

	sliceGroup 
If present, this field indicates slice group(s) that are part of this feature combination.

	covEnh

If present, this field indicates that coverage enhancement is part of this feature combination.

	laterThanRel17Features

If present, this field indicates that features introduced later than Rel-17 are part of this feature combination. A UE which does not support such features shall not use the associated featureCombinationPreambles. 


	Conditional Presence
	Explanation

	RACHConfigCommon
	The field is optionally present, Need R, if FeatureCombination is included in FeatureCombinationPreambles in RACH-ConfigCommon. Otherwise, it is absent.


Editor's note: The field descriptions may need to be revised, for example, the names may need to be more explicit.
–
FeatureCombinationPreambles
The IE FeatureCombinationPreambles associates a set of preambles with a feature combination. For parameters which can be provided in this IE and also in RACH-ConfigCommon or MsgA-ConfigCommon: if a parameter provided in this IE is signalled, the UE applies this field value when performing Random Access using a preamble in this featureCombinationPreambles, otherwise the UE applies the corresponding value signalled in RACH-ConfigCommon or MsgA-ConfigCommon.
FeatureCombinationPreambles information element

-- ASN1START

-- TAG-FEATURECOMBINATIONPREAMBLES-START

FeatureCombinationPreambles-r17 ::=              SEQUENCE {


featureCombination-r17






FeatureCombination-r17,


startPreambleForThisPartition-r17



INTEGER (1..64),


numberOfPreamblesForThisPartition-r17



INTEGER (1..64),


ssb-SharedRO-MaskIndex-r17





INTEGER (1..15)







OPTIONAL, 
-- Need R


numberOfRA-PreamblesGroupA-r17         


INTEGER (1..64)







OPTIONAL, 
-- Need R


separateMsgA-PUSCH-Config-r17




MsgA-PUSCH-Config-r16        



OPTIONAL,
-- Cond MsgAConfigCommon


featureSpecificParameters-r17       SEQUENCE {



rsrp-ThresholdSSB-r17





RSRP-Range















OPTIONAL, -- Need R





messagePowerOffsetGroupB-r17



ENUMERATED { minusinfinity, dB0, dB5, dB8, dB10, dB12, dB15, dB18}

OPTIONAL, -- Need R



ra-SizeGroupA-r17






ENUMERATED {b56, b144, b208, b256, b282, b480, b640,















b800, b1000, b72, spare6, spare5,spare4, spare3, spare2, spare1}

OPTIONAL, -- Need R



deltaPreamble-r17






INTEGER (-1..6)










OPTIONAL -- Need R


}

}

-- TAG-FEATURECOMBINATIONPREAMBLES-STOP

-- ASN1STOP

NEXT CHANGE

RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the cell specific random-access parameters.

RACH-ConfigCommon information element

-- ASN1START

-- TAG-RACH-CONFIGCOMMON-START

RACH-ConfigCommon ::=               SEQUENCE {

    rach-ConfigGeneric                  RACH-ConfigGeneric,

    totalNumberOfRA-Preambles           INTEGER (1..63)                                                     OPTIONAL,   -- Need S

    ssb-perRACH-OccasionAndCB-PreamblesPerSSB   CHOICE {

        oneEighth                                   ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64},

        oneFourth                                   ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64},

        oneHalf                                     ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64},

        one                                         ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32,n36,n40,n44,n48,n52,n56,n60,n64},

        two                                         ENUMERATED {n4,n8,n12,n16,n20,n24,n28,n32},

        four                                        INTEGER (1..16),

        eight                                       INTEGER (1..8),

        sixteen                                     INTEGER (1..4)

    }                                                                                                       OPTIONAL,   -- Need M

    groupBconfigured                    SEQUENCE {

        ra-Msg3SizeGroupA                   ENUMERATED {b56, b144, b208, b256, b282, b480, b640,

                                                        b800, b1000, b72, spare6, spare5,spare4, spare3, spare2, spare1},

        messagePowerOffsetGroupB            ENUMERATED { minusinfinity, dB0, dB5, dB8, dB10, dB12, dB15, dB18},

        numberOfRA-PreamblesGroupA          INTEGER (1..64)

    }                                                                                                       OPTIONAL,   -- Need R

    ra-ContentionResolutionTimer            ENUMERATED { sf8, sf16, sf24, sf32, sf40, sf48, sf56, sf64},

    rsrp-ThresholdSSB                       RSRP-Range                                                      OPTIONAL,   -- Need R

    rsrp-ThresholdSSB-SUL                   RSRP-Range                                                      OPTIONAL,   -- Cond SUL

    prach-RootSequenceIndex                 CHOICE {

        l839                                    INTEGER (0..837),

        l139                                    INTEGER (0..137)

    },

    msg1-SubcarrierSpacing                  SubcarrierSpacing                                               OPTIONAL,   -- Cond L139

    restrictedSetConfig                     ENUMERATED {unrestrictedSet, restrictedSetTypeA, restrictedSetTypeB},

    msg3-transformPrecoder                  ENUMERATED {enabled}                                            OPTIONAL,   -- Need R

    ...,

    [[

    ra-PrioritizationForAccessIdentity-r16  SEQUENCE {

        ra-Prioritization-r16                   RA-Prioritization,

        ra-PrioritizationForAI-r16              BIT STRING (SIZE (2))

    }                                                                                                       OPTIONAL,   -- Cond InitialBWP-Only

    prach-RootSequenceIndex-r16             CHOICE {

        l571                                    INTEGER (0..569),

        l1151                                   INTEGER (0..1149)

    }   OPTIONAL   -- Need R

    ]],


[[



featureCombinationPreambles-r17

SEQUENCE (SIZE(1..maxFeatureCombPreambles-FFS-r17)) OF FeatureCombinationPreambles-r17


OPTIONAL


-- Need R


]]

}

AdditionalRACH-ConfigCommon-r17 ::=
SEQUENCE {


rach-ConfigCommon-r17




RACH-ConfigCommon







OPTIONAL,
-- Need R


msgA-ConfigCommon-r17




MsgA-ConfigCommon-r16






OPTIONAL,
-- Cond R


...

}

AdditionalRACH-ConfigIndex-r17 ::=


INTEGER(1..maxAdditionalRACH-r17)

-- TAG-RACH-CONFIGCOMMON-STOP

-- ASN1STOP

	RACH-ConfigCommon field descriptions

	messagePowerOffsetGroupB
Threshold for preamble selection. Value is in dB. Value minusinfinity corresponds to –infinity. Value dB0 corresponds to 0 dB, dB5 corresponds to 5 dB and so on. (see TS 38.321 [3], clause 5.1.2)

	msg1-SubcarrierSpacing
Subcarrier spacing of PRACH (see TS 38.211 [16], clause 5.3.2). Only the values 15 or 30 kHz (FR1), and 60 or 120 kHz (FR2) are applicable. If absent, the UE applies the SCS as derived from the prach-ConfigurationIndex in RACH-ConfigGeneric (see tables Table 6.3.3.1-1, Table 6.3.3.1-2, Table 6.3.3.2-2 and Table 6.3.3.2-3, TS 38.211 [16]). The value also applies to contention free random access (RACH-ConfigDedicated), to SI-request and to contention-based beam failure recovery (CB-BFR). But it does not apply for contention free beam failure recovery (CF-BFR) (see BeamFailureRecoveryConfig).

	msg3-transformPrecoder
Enables the transform precoder for Msg3 transmission according to clause 6.1.3 of TS 38.214 [19]. If the field is absent, the UE disables the transformer precoder (see TS 38.213 [13], clause 8.3).

	numberOfRA-PreamblesGroupA
The number of CB preambles per SSB in group A. This determines implicitly the number of CB preambles per SSB available in group B. (see TS 38.321 [3], clause 5.1.1). The setting should be consistent with the setting of ssb-perRACH-OccasionAndCB-PreamblesPerSSB.

	prach-RootSequenceIndex
PRACH root sequence index (see TS 38.211 [16], clause 6.3.3.1). The value range depends on whether L=839 or L=139 or L=571 or L=1151. The length of the root sequence corresponding with the index indicated in this IE should be consistent with the one indicated in prach-ConfigurationIndex in the RACH-ConfigDedicated (if configured). If prach-RootSequenceIndex-r16 is signalled, UE shall ignore the prach-RootSequenceIndex (without suffix).

	ra-ContentionResolutionTimer
The initial value for the contention resolution timer (see TS 38.321 [3], clause 5.1.5). Value sf8 corresponds to 8 subframes, value sf16 corresponds to 16 subframes, and so on.

	ra-Msg3SizeGroupA
Transport Blocks size threshold in bits below which the UE shall use a contention-based RA preamble of group A. (see TS 38.321 [3], clause 5.1.2).

	ra-Prioritization

Parameters which apply for prioritized random access procedure on any UL BWP of SpCell for specific Access Identities (see TS 38.321 [3], clause 5.1.1a).

	ra-PrioritizationForAI

Indicates whether the field ra-Prioritization-r16 applies for Access Identities. The first/leftmost bit corresponds to Access Identity 1, the next bit corresponds to Access Identity 2. Value 1 indicates that the field ra-Prioritization-r16 applies otherwise the field does not apply (see TS 23.501 [32]).

	rach-ConfigGeneric
RACH parameters for both regular random access and beam failure recovery.

	additionalRach-ConfigIndex
An identifier of this additional RACH configuration.

	featureCombinationPreambles
Specifies a series of preamble partitions each associated to a combination of features and 4-step RA.

	restrictedSetConfig
Configuration of an unrestricted set or one of two types of restricted sets, see TS 38.211 [16], clause 6.3.3.1.

	rsrp-ThresholdSSB
UE may select the SS block and corresponding PRACH resource for path-loss estimation and (re)transmission based on SS blocks that satisfy the threshold (see TS 38.213 [13]).

	rsrp-ThresholdSSB-SUL
The UE selects SUL carrier to perform random access based on this threshold (see TS 38.321 [3], clause 5.1.1). The value applies to all the BWPs and all RACH configurations.

	ssb-perRACH-OccasionAndCB-PreamblesPerSSB
The meaning of this field is twofold: the CHOICE conveys the information about the number of SSBs per RACH occasion. Value oneEighth corresponds to one SSB associated with 8 RACH occasions, value oneFourth corresponds to one SSB associated with 4 RACH occasions, and so on. The ENUMERATED part indicates the number of Contention Based preambles per SSB. Value n4 corresponds to 4 Contention Based preambles per SSB, value n8 corresponds to 8 Contention Based preambles per SSB, and so on. The total number of CB preambles in a RACH occasion is given by CB-preambles-per-SSB * max(1, SSB-per-rach-occasion). See TS 38.213 [13].

	totalNumberOfRA-Preambles
Total number of preambles used for contention based and contention free 4-step or 2-step random access in the RACH resources defined in RACH-ConfigCommon, excluding preambles used for other purposes (e.g. for SI request). If the field is absent, all 64 preambles are available for RA. The setting should be consistent with the setting of ssb-perRACH-OccasionAndCB-PreamblesPerSSB, i.e. it should be a multiple of the number of SSBs per RACH occasion.


	Conditional Presence
	Explanation

	L139
	The field is mandatory present if prach-RootSequenceIndex L=139, otherwise the field is absent, Need S.

	SUL
	The field is mandatory present in rach-ConfigCommon in initialUplinkBWP if supplementaryUplink is configured in ServingCellConfigCommonSIB or if supplementaryUplinkConfig is configured in ServingCellConfigCommon; otherwise, the field is absent. This field is not configured in additionalRACH-ConfigCommon.

	InitialBWP-Only
	This field is optionally present, Need R, if this BWP is the initial BWP of SpCell. Otherwise the field is absent.


END OF CHANGES
