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Page 1







----------Start of the change--------------
[bookmark: _Toc36809896][bookmark: _Toc36846260][bookmark: _Toc36938913][bookmark: _Toc37081892][bookmark: _Toc46480518][bookmark: _Toc46481752][bookmark: _Toc46482986][bookmark: _Toc100825001]5.3.5.9	Conditional reconfiguration
[bookmark: _Toc36809897][bookmark: _Toc36846261][bookmark: _Toc36938914][bookmark: _Toc37081893][bookmark: _Toc46480519][bookmark: _Toc46481753][bookmark: _Toc46482987][bookmark: _Toc100825002]5.3.5.9.1	General
The network configures the UE with conditional reconfiguration (i.e. conditional handover) including per candidate target cell an RRCConnectionReconfiguration to be stored and to be applied upon the fulfilment of an associated execution condition.
The UE shall:
1>	if the received conditionalReconfiguration includes the condReconfigurationToRemoveList:
2>	perform the conditional reconfiguration removal procedure as specified in 5.3.5.9.2;
1>	if the received conditionalReconfiguration includes the condReconfigurationToAddModList:
2> perform the conditional reconfiguration addition/modification procedure as specified in 5.3.5.9.3;
[bookmark: _Toc36809898][bookmark: _Toc36846262][bookmark: _Toc36938915][bookmark: _Toc37081894][bookmark: _Toc46480520][bookmark: _Toc46481754][bookmark: _Toc46482988][bookmark: _Toc100825003]5.3.5.9.2	Conditional reconfiguration removal
The UE shall:
1>	for each CondReconfigurationId included in the condReconfigurationToRemoveList that is part of the current UE configuration in VarConditionalReconfiguration:
2>	remove the entry with the matching condReconfigurationId from the condReconfigurationList within the VarConditionalReconfiguration.
NOTE:	The UE does not consider the message as erroneous if the condReconfigurationToRemoveList includes any CondReconfigurationId value that is not part of the current UE configuration.
[bookmark: _Toc37081895][bookmark: _Toc46480521][bookmark: _Toc46481755][bookmark: _Toc46482989][bookmark: _Toc100825004]5.3.5.9.3	Conditional reconfiguration addition/modification
The UE shall:
1>	for each condReconfigurationId included in the condReconfigurationToAddModList:
2>	if an entry with the matching condReconfigurationId exists in the condReconfigurationList within the VarConditionalReconfiguration:
3>	if the entry in condReconfigurationToAddModList includes a triggerCondition;
4>	replace triggerCondition within the VarConditionalReconfiguration with the value received for this condReconfigurationId
3>	if the entry in condReconfigurationToAddModList includes an condReconfigurationToApply;
4>	replace condReconfigurationToApply within the VarConditionalReconfiguration with the value received for this condReconfigurationId;
2>	else:
3>	add a new entry for this condReconfigurationId within the VarConditionalReconfiguration;
3>	store the associated RRCConnectionReconfiguration in VarConditionalReconfiguration.
[bookmark: _Toc36809899][bookmark: _Toc36846263][bookmark: _Toc36938916][bookmark: _Toc37081896][bookmark: _Toc46480522][bookmark: _Toc46481756][bookmark: _Toc46482990][bookmark: _Toc100825005]5.3.5.9.4	Conditional reconfiguration evaluation
If AS security has been activated successfully, the UE shall:
1>	if VarConditionalReconfiguration includes at least one condReconfigurationId:
2>	perform conditional reconfiguration evaluation;
1>	for each condReconfigurationId within the VarConditionalReconfiguration:
2>	consider the cell which has a physical cell identity matching the value indicated in the ServingCellConfigCommon within condReconfigurationToApply to be an applicable cell;
2>	for each measId included in the measIdList within VarMeasConfig indicated in the triggerCondition associated to condReconfigurationId:
3>	if the entry condition(s) applicable for this event associated with the condReconfigurationId, i.e. the event corresponding with the condEventId of the corresponding condReconfigurationTriggerEUTRA within VarConditionalReconfiguration, is fulfilled for the applicable cell for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfiguration:
4>	consider the entry condition for the associated measId within triggerCondition as fulfilled;
3>	if the measId for this event associated with the condReconfigurationId has been modified; or
3> if the leaving condition(s) applicable for this event associated with the condReconfigurationId, i.e. the event corresponding with the condEventId(s) of the corresponding condReconfigurationTriggerEUTRA within VarConditionalReconfiguration, is fulfilled for the applicable cells for all measurements after layer 3 filtering taken during the corresponding timeToTrigger defined for this event within the VarConditionalReconfiguration:
4>	consider the event associated to that measId to be not fulfilled;
2>	if trigger conditions for all associated measId(s) within triggerCondition are fulfilled:
3>	consider the target cell candidate within the stored condReconfigurationToApply, associated to that condReconfigurationId, as a triggered cell;
3>	initiate the conditional reconfiguration execution, as specified in 5.3.5.9.5;
[bookmark: _Toc36809900][bookmark: _Toc36846264][bookmark: _Toc36938917][bookmark: _Toc37081897][bookmark: _Toc46480523][bookmark: _Toc46481757][bookmark: _Toc46482991][bookmark: _Toc100825006]5.3.5.9.5	Conditional reconfiguration execution
The UE shall:
1>	if more than one triggered cell exists:
2>	select one of the triggered cells as the selected cell for conditional reconfiguration;
1>	else:
2>	consider the triggered cell as the selected cell for conditional reconfiguration;
1> 1>	for the selected cell of conditional reconfiguration:
2> if the UE is configured with SCG and if the RRCConnectionReconfiguration within the stored condReconfigurationToApply of the selected cell includes the MobilityControlInfo:
3> perform MR-DC release as specified in TS 38.331 [82], clause 5.3.5.10;
2>	apply the stored condReconfigurationToApply associated to that condReconfigurationId and perform the actions as specified in 5.3.5.4;
----------End of the change--------------

3GPP
