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	Reason for change:
	According to the email discussion ([AT118-e][702][V2X/SL] Maintenance of SL-SRBs (CATT)), it is unclear how to establish the receiving PDCP entity for SL-SRB0 or SL-SRB1 if  it is the first unicast PC5-S message.

	
	

	Summary of change:
	Add a note to clarify how to establish the receiving PDCP entity for SL-SRB0/SL-SRB1.

Impact analysis
Impacted 5G architecture options: 
SA, NSA

Impacted functionality: 
PDCP entity maintainence.

Inter-operability:
None.

	
	

	Consequences if not approved:
	How to establish the receiving PDCP entity of SL-SRB0/SL-SRB1 if it is the first PC5-S message is unclear.
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[bookmark: _Toc46439163][bookmark: _Toc46444000][bookmark: _Toc46486761][bookmark: _Toc52836639][bookmark: _Toc52837647][bookmark: _Toc53006287]5.1 PDCP entity handling
5.1.1 PDCP entity establishment
When upper layers request a PDCP entity establishment for a radio bearer for Uu or PC5 interface; or for NR sidelink communication for groupcast and broadcast, when receiving the first PDCP PDU, and there is not yet a corresponding PDCP entity, the UE shall:
-	establish a PDCP entity for the radio bearer;
-	set the state variables of the PDCP entity to initial values;
-	follow the procedures in clause 5.2.
[bookmark: _GoBack]NOTE:     The receiving PDCP entity of sidelink SRB0 and sidelink SRB1 is established same as NR sidelink groupcast and broadcast.
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